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DELIVERY TIME CODE INDICATION 
 

 2 weeks (*)   (*) : 2 weeks for quantity < 10 pcs. 
 4 weeks 
 6 weeks 
8-12 weeks 

 
Summer holidays excluded (add 3-4 weeks in case of order during summer holidays period).  

 
Please feel free to consult us for any item configuration/option. 
E-MAIL: export@gorgy-timing.fr 
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FILE N° 1/6.1 
MASTER CLOCKS 

 
 
 
 
 

MASTER CLOCKS - INTERFACES 
� RT 600 master clock 
� RT GTC master clock 
� RT CP master clock with programming unit 
� RT CP Rack master clock with programming unit 
� RT 1000 Rack master clock 
� RT 3000 Time centre 
� RT 4000 Network Time centre 
� LEDI 1/S/RK Broadcast 
� LEDI 1/S/RK interface  
� RT 93 Interface  
� RT 93 Rack interface 
 
NTP SERVER/CLIENT 
� LEDI NETWORK SE  
� LEDI NETWORK ENHANCED  
� LEDI NETWORK LC  
� LEDI NETWORK IN   
� LEDI NETWORK GATEWAY   
� LEDI NETWORK CONNECT  
� LEDI NETWORK TOP  
 
GPS RECEIVER 
� RT B GPS Receiver unit 
� GPS 2000 Rack GPS clock 
 
TIME SOFTWARES 
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RT 600 MASTER CLOCK 
 

Master clock delivering 1A/24V parallel polarized minute impulses 
Microprocessor quartz time base, radiosynchronisable: 3.6864 MHz 
Accuracy: +/- 0.1 sec/24 hours between 20°C to + 30°C 
Time and date 7 segment red LED display 
Allows automatic and programmable Daylight Saving Time. Setting-time  
at the putting into service 
Visual alarm in case of parallel minute short-circuit 
The time base and date memory has a lithium battery reserve power supply, ensuring 
memorisation for more than 10 years.  
Power supply 230 VAC +/- 5% / 50-60Hz. 40VA - Class 1 
Operating temperature range: -20°C to +70°C 
Mains protection filter against short circuit and local interferences. 
Blue lacquered aluminium case (RAL 5017). Wall mounted surface.  
Dimensions:  305x243x112mm. 
 

Complies to EMC Directive 98/366 EEC including directive 93/68. EN 55024, EN 55022, EN 60950 
 
  ITEM CODE  
           
  4 6 4  /         

VERSION  Ï Ï  Ï  Ï  Ï Ï Ï

Minute 1A/24V reversed pulses time distribution     3            
Second 1A/24V reversed pulses time distribution V     6         

INPUT SYNCHRONISATION           
None      0           

Radio synchronisation on DCF/Germany. Antenna + 4m of cable      D           
Radio synchronisation on TDF/France. Antenna + 4m of cable      F           

AFNOR NFS 87500/IRIG B time code      B           
OUTPUT EXTENSION           

None        0         
One  AFNOR NFS 87500/ IRIG B time code output. Galvanic insulation        8         

Five independent AFNOR NFS 87500 time code outputs. Galvanic 
insulation. Impedance for each output 4Khoms

       
7 

        

SERIAL ASCII OUTPUT           
None          0       

Two ASCII code RS 232 – GT protocol          2       
OR : One ASCII code RS485 – GT protocol          4       

CASE           
 Blue coloured - RAL 5017            3     
Grey coloured - RAL 7011            9     

POWER SUPPLY           
Standard : 230VAC/50-60Hz              0   

115VAC/50-60Hz              1   
OPTION           

Electronic boards tropicalized                U
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Radio Timing RT GTC AFNOR 
 

Time code generator to synchronise up to 50 AFNOR NFS 87500/ IRIG B receiver clocks, 
on long distances. 
Microprocessor quartz time base, Radiosynchronisable: 3.6864 MHz 
Accuracy: +/- 0.1 sec/24 hours between 20°C to + 30°C 
Time and date 7 segments LED display: 
Day of the month, number of the month: 50mm 
Hour and minute: 70mm 
Legible up to 25 meters. Adjust luminosity. 
The Stand alone, or radio synchronised time base: Allows automatic and 
programmable Daylight Saving Time (Union European zones) 
Power supply 230 VAC +/- 5% / 50-60Hz. 20VA - class 1 
Autonomy provided by Ni-Mh batteries. 
Mains protection filter against short circuit and local interferences. 
Operating temperature range: -20°C to +70°C 
Black lacquered aluminium case (RAL 9005). 
Wall mounting surface. Dimensions: 425 x 425 x 125 mm 

  Complies to EMC Directive 98/366 EEC including directive 93/68. EN 55024, EN 55022, EN 60950 
 

 
 

  ITEM CODE 
          
  4 8 4   /        

VERSION   Ï  Ï  Ï Ï Ï Ï
AFNOR NFS 87500/IRIG B time code output. Galvanic insulation      0         

COLOUR OF LEDs          
Red        1       

Green        2       
Yellow        3       

INPUT SYNCHRONISATION          
None          0     

Radio synchronisation on DCF/Germany. Antenna + 4m of cable          D     
Radio synchronisation on TDF/France-Inter. Antenna + 4m of cable          F     

COLOUR OF CASE          
Black RAL 9005           0    
White RAL 9016           1    
Grey RAL 7011           9    

POWER SUPPLY          
Standard : 230VAC/50-60Hz            0   

115VAC/50-60Hz            1   
OPTION          

Electronic Boards Tropicalized              U
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RT CP PROGRAMMING MASTER CLOCK 
 

Radiosynchronisable quartz master clock delivering 1A/24V parallel polarized 
minute impulses, built-in programmer unit. 
Time and date 7 segments LED display.  Height number 3.5 cm 
Calendar display is legible up to 20 meters. 
Allows automatic and programmable Daylight Saving Time 
Microprocessor quartz time base: 3.6864 MHz 
Accuracy: +/- 0.1 sec/24 H between 20°C to + 20°C 
The time base and date memory has a lithium battery reserve power supply, ensuring 
memorisation for more than 10 years. 
Power supply 230 VAC +/- 5% / 50-60Hz. 40VA.  Class 1 
Mains protection filter against short circuit and local interferences. 
Operating temperature range: -20°C to +70°C 
The built-in weekly programmer can be used to program events schedules such 
as: national and school holidays during the year…. It operates in time-delay or 
ON/OFF mode. 

The 4 independent dry-contact voltage-free relays have a breaking power of 10A/250V. 
"Pilotcommand" time reset and programming remote control unit is provided with 2 metres of cable. RJ11 connector 
Blue lacquered aluminium case (RAL 5017). Wall mounted surface. Dimensions: 436 x 320 x 112 mm 
Complies to EMC Directive 98/366 EEC including directive 93/68. EN 55024, EN 55022, EN 60950 
 

  ITEM CODE 
               

 4 7 4  /            
VERSION  Ï Ï  Ï  Ï  Ï  Ï Ï Ï

Minute 1A/24V reversed pulses time distribution    3            
Second 1A/24V reversed pulses time distribution    6            

COLOUR OF LEDs              
Red      1           

Green     2           
Yellow     3           

COLOUR OF CASE              
Blue RAL 5017        3         
Grey RAL 7011       9         

POWER SUPPLY              
Standard : 230VAC/50-60Hz         0       

115VAC/50-60Hz         1       
127 VAC/50-60Hz         6       

INPUT SYNCHRONISATION              
None            0     

Radio synchronisation on DCF/Germany. Antenna + 4m of cable           D     
Radio synchronisation on TDF/France-Inter. Antenna + 4m of cable           F     

AFNOR NFS 87500/IRIG B time code           B     
OUTPUT EXTENSION              

None              0   
1 AFNOR NFS 87500/ IRIG B time code output             8   

SERIALASCII OUTPUT              
None               0  

2  ASCII RS 232. Gorgy Timing protocol              2  
1 ASCII RS 422-485. Gorgy Timing protocol              4  

OPTION              
4 melody output on request - digital sound (duration 10 second)               1

2 supplementary outputs independent relays               2
Electronic Boards Tropicalized               U
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 RT CP Rack PROGRAMMING MASTER CLOCK 
 

 
Radiosynchronisable quartz master clock delivering 1A/24V parallel polarized 
minute impulses, built-in programmer unit 
Time and date 7 segments LED display.   
The stand alone or radio synchronised time base allows automatic and 
programmable Daylight Saving Time (Union European zones) 
Microprocessor quartz time base: 3.6864 MHz 
Accuracy: +/- 0.1 sec/24 H between 20°C to + 20°C 
The time base and date memory has a lithium battery reserve power supply, 
ensuring memorisation for more than 10 years. 
Power supply 230 VAC +/- 5% / 50-60Hz. 40VA.  Class 1 
Mains protection filter against short circuit and local interferences. 
The built-in weekly programmer can be used to program events schedules 
such as: national and school holidays during the year…. It operates in time-
delay or ON/OFF mode. 
The 4 independent dry-contact voltage-free relays have a breaking power of 
10A/250V. 

"Pilotcommand" time reset and programming remote control unit is provided with 2 metres of cable. RJ11 connector 
Operating temperature range: -20°C to +70°C 
Rack 19” 1U - Dimensions: 482 x 44 x 160 mm 
Complies to EMC Directive 98/366 EEC including directive 93/68. EN 55024, EN 55022, EN 60950 
 
  ITEM CODE 
              
  4 7 3  /        

VERSION  Ï  Ï  Ï  Ï Ï Ï
Minute 1A/24V reversed pulses time distribution    3         

Second 1A/24V reversed pulses time distribution    6         
INPUT SYNCHRONISATION           

None       0       
Radio synchronisation on DCF/Germany. 

Antenna + 4m of cable      D       

Radio synchronisation on TDF/France-Inter. 
Antenna + 4m of cable      F       

AFNOR NFS 87500/IRIG B time code.       B       
DCF FSK code      K       

OUTPUT EXTENSION           
None         0     

1 AFNOR NFS 87500/ IRIG B time code output        8     
SERIAL ASCII OUTPUT           

None           0   
2  ASCII RS 232. Gorgy Timing protocol          2   

Or  1 ASCII RS 422-485. Gorgy Time protocol          4   
POWER SUPPLY           

230 VAC/50-60Hz           0  
115 VAC/50-60Hz           1  

OPTION           
Electronic boards tropicalized            U
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 RT1000 RK MASTER CLOCK  
 

 
Radiosynchronisable quartz master clock delivering an AFNOR NFS 87500 / 
IRIG B time code output. 
Lockable controls. 
Allows automatic and programmable Daylight Saving Time.  
Time and date 7 segments LED display. 
Height Number 14mm, legible up to 7meters. 
Microprocessor quartz time base : 3.6864 MHz 
Accuracy: +/- 0.1 sec/24H between 20°C to + 30°C 

Autonomy provided by sintered Ni-Cd batteries 
Mains protection filter against short-circuit and local interferences 
Power supply: 230VAC/50-60Hz. 10VA. Class 1 
Operating temperature range: -20°C + 70°C 
Rack 19" 3U cabinet. Dimensions: 482x132x265 mm 
Complies to EMC Directive 98/366 EEC including directive 93/68. EN 55024, EN 55022, EN 60950 
 

 
 

  ITEM CODE 
              

  4 8 3  /         
VERSION   Ï  Ï  Ï  Ï Ï Ï Ï

Stand alone: Quartz time base 3.6864 MHz    2          
Radio synchronisation on DCF/Germany. Antenna + 4m of cable    D          
Radio synchronisation on TDF/France-Inter. Antenna + 4m of cable    F          

AFNOR NFS 87500/IRIG B Time code    B          
(To fit with a RTB GPS generator – Ref. 4038/..)               

BATTERY OPTION (1)             
None      0        

Cd-Ni 1.8A/24V battery for Minute 1A/24V time distribution      1        
POWER SUPPLY               
230 VAC/50-60Hz        0      
115 VAC/50-60Hz        1      
127VAC/50-60Hz        6      

               
SERIAL ASCII INPUT/OUTPUT OPTION (3)               

None          0    
One ASCII RS 232C input          3    

One ASCII RS 232 C output          1    
One ASCII RS422-485 output          2    

               
OPTION : Impulses time distribution - 3 or 4 wires (2)               

NONE           0   
              

OUTPUT EXTENSION – maximum: 2 outputs. (3)               
NONE            0 

One Minute 1A/24V reversed pulses output            3 
4 independent AFNOR NFS 87500 / IRIG B time code output            8 

4  ASCII RS 232C outputs            2 
2  ASCII RS 422-485 outputs            4 

 
 

Electronics boards tropicalized TROPICALISATION      
 
(1) This option is required in case of Minute 24V time distribution 
(2) Time distribution applied for French market only. 
(3) In case of ASCII input synchronisation version, the ASCII output extension are not available 
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RT3000 TIME CENTRE 
 

Electronic modular time centre 
The 19" 3U rack presentation enables a modular system that can be adapted 
module by module to suit the user's present and future requirements. 
Allows automatic and programmable Daylight Saving Time 
 Each rack of the time centre must include a power supply module 
Operating temperature range: -20°C to +70°C 
Mains protection filter against short circuit and local interferences. 
Complies to EMC Directive 98/366 EEC including directive 93/68. EN 55024, EN 
55022, EN 60950 
 

Please feel free to consult us for any configuration.  
 

  ITEM CODE 
    

RACK 19" 3U             
Rack including bus connectors, connection & switching between racks         

Simple chassis rack 19 ‘’ 3U - Dimensions: 482x132x265mm  RK01       
Double rack 19 ‘’ 3U  RK02       

Triple rack 19 ‘’ 3U  RK03       
Quadruple rack 19 ‘’ 3U  RK04       

POWER SUPPLY MODULE             
Saves time information in the event of power cut, locks all manuals controls and transfers alarms

from all others modules in the rack. Batteries and power supply alarm indicators.  Dry contact
output for power supply failure. Battery level alarm. Class1 – Size 2/9th of rack             

230 VAC input. Output: 24 VDC & 5 VDC/Batteries Ni-Mh 1.8AH  M100       
230 VAC input. Output: 48 VDC & 5 VDC/Batteries Ni-Mh 1.8AH  M108       
115 VAC input. Output: 24VDC & 5VDC/Batteries Ni-Mh 1.8AH  M115       

115 VAC input. Output: 48 VDC & 5 VDC/Batteries Ni-Mh 1.8AH  M118       
127 VAC input. Output: 24VDC & 5VDC/Batteries Ni-Mh 1.8AH  M127       

24 VDC Input. Output: 24 VDC & 5 VDC  M124       
48 VDC Input. Output: 48 VDC & 5 VDC  M148       

IINPUT SYNCHRONISATION MODULE             
Synchronises or automatically resets the time base in relation to the receiver signal. Checking list

for the received code- Size 1/9th of rack             
Radio synchronisation on TDF (France Inter) transmitter. Absolute accuracy.

Automatic Daylight Saving Time. Active antenna supplied with 4m of cable  M300       
TCXO Quartz time base. Accuracy 0.1 sec/24 hours.  M310       

Radio synchronisation on DCF  (Germany) transmitter. Absolute accuracy.
Automatic Daylight Saving Time. Active antenna supplied with 4m of cable  M301       

Radiosynchronisation DCF -Meinberg  M302       
Minute 24V reversed input  M303       

AFNOR NFS 87500/IRIG B time code input  M308       
(To fit with a RTB GPS generator - Ref. 4038/..)             

TCXO QUARTZ REFERENCE. Accuracy +/- 0.01 sec/24h  M312       
ASCII RS232 input (Protocol Gorgy Timing). TCXO oscillator. Accuracy 0.01 sec/24h  M322       

AFNOR NFS 87500/IRIG B time code input with TCXO time base  M318       
(To fit with a RTB GPS generator - Ref. 4038/X...)             

AFNOR NFS 87500 TIME BASE MODULE             
7 segment LED display: Hour, minute, second

Switching for date or day of the year display. Has an AFNOR NFS 87500 code output. With
monitoring and automatic switching of the pilot time base in case of dual time base – Size 2/9th of 

rack             
4.8Mhz Quartz time base. Accuracy: +/- 0.1 sec/24 hours (between 20°C to 30°C)  M500       

TCXO Quartz time base. Accuracy: +/- 0.01 sec/24 hours (between 20° to 30°C)  M510       
IRIG E TIME BASE MODULE         

7 segment LED display: Hour, minute, second
Switching for date or day of the year display. Has an IRIG E code output. 4.8Mhz Quartz time

base. Accuracy: +/- 0.1 sec/24 hours (between 20° to 30°C)-
Size 2/9th of rack  M502       
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RT3000 TIME CENTRE 
 

 
Electronic boards tropicalized  TROPICALISATION      

 

  ITEM CODE 
         

PIP OUTPUT TIME BASE MODULE         
7 segment display: hour, minute, second

Free voltage mercury output relays (or 24V, 48VDC power supplied).
(Lifespan 10 9 contacts) - Impulse duration: 1 second

Frequency adjustable to 10 sec, 20 sec, 30 sec or 60 sec
Size: 2/9th rack         

4.8Mhz Quartz time base. Accuracy: +/- 0.1 sec/24 hours (between 20° and 30°C)  M540       
TCXO Quartz time base. Accuracy: +/- 0.01 sec/24 hours (between 20° to 30°C)  M541       

IRIG B/AFNOR NFS 87500 TIME CODE AMPLIFIER MODULE         
Modulation code frequency 1000Hz. Level 2 volts peak to peak

IRIG B/AFNOR NFS 87500 time code output 
Size: 1/9th rack  M600       

REVERSED IMPULSE AMPLIFIER MODULE         
7 segment LED display: hour, minute

Electronically automatic reset protection in case of short circuit.
Permanent analyse of the line with alphanumerical display in case of eventual faults: power supply,

voltage, fuse failure and line saturation.
Light indicator in case of over voltage, short-circuit or power supply failure.

Dry contact output. Automatic time setting of the time distribution.
Voltage and current measurement display.- Size: 1/9th rack         

1A/24V reversed minute impulse output  M423       
200mA/24V reversed second impulse output  M426       

SMPTE-EBU TIME CODE OUTPUT MODULE         
Delivers one SMPTE-EBU Time code output LTC format.

Data: Hour, minute, second, Nr of frame. 
Size 1/9th  M650       

NTP OUTPUT MODULE (*)         
Delivers one NTP (Network Time Protocol RFC-1305) output.

SNMP management from WEB navigator HTTP. Ethernet 10base T. Size 1/9th  M013       
(*)Valid for Rack 01 - 2002 Version.

Other previous version, the chassis rack RK01 must be replaced by a new one-
In any case required technical assistance on site, or return of goods in our facility         

SERIAL ASCII CODE OUTPUT MODULE         
The rate-parity-format-stop bit are programmable from the front

face. Continuous or alternating two-directional transmission
ASCII protocol: standard GORGY TIMING message.

Size: 1/9th rack         
ASCII RS 232  M700       

ASCII RS 422-485  M722       
ASCII RS 22-485/ SUB-D connector on front face  M722A       

OPTION – IP55 CABINET         
IP55 watertight cabinet for 19" racks. Case in 3 parts. Protective glass and locking. Dimensions:

Width 600 mm - Depth: 400 mm         
For chassis rack 19”3U – Height 233mm  B04U       

For chassis rack 19” 6U – Height 366mm  B07U       
For chassis rack 19” 9U – Height 500mm  B10U       

For chassis rack 19” 12U – Height 633 mm  B13U       
For chassis rack 19” 16U  B16U       

OPTION: ANODIZED COLOURLESS FRONT FACE         
For free emplacement module         

SIZE 1/9th of rack  M019       
SIZE 2/9th of rack  M029       

OPTION SPARE PARTS         
Set of 10 FUSES, fuse carrier, diodes, Key, M019, M029  9230       
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RT4000 TIME CENTRE 
 

Electronic Modular time centre. 
With SNMP alarm management. SNMP is configured via the 
Web browser interface (SNMP, HTTP, TELNET…) client/server 
NTP. 
TCXO quart time base. Accuracy 0.01 sec/24 hours between 20°C 
to 30°C. 
The Chassis 19’’ 3U rack enables a modular system that can be 
adapted module by module to suit the user’s present & future 

requirements. 
Each rack of the time centre must include a SNMP module NT012 and one power supply module NTxx (class 1).  
Mains protection filter against short circuit and local interferences. 
VERSION TROPICALIZED. 
Complies to EMC Directive 98/366 EEC including directive 93/68. EN 55024, EN 55022, EN 60950 
 
Please feel free to consult us for any configuration.  
 
  ITEM CODE 
        

CHASSIS RACK 19" 3U              
Rack including bus connectors, connection & switching between racks          

Simple chassis rack 19’’  3U. Dimensions: 482x132x265mm  NTRK01  
Double rack 19’’ 3U  NTRK02 

Triple rack 19” 3U  NTRK03 
Quadruple rack 19’’ 3U  NTRK04 

POWER SUPPLY MODULE              
Batteries and power supply alarm indicators. Dry contact output for power supply failure.

Lockable controls. 
Size 1/8th of rack             

Input  230VAC. Output 24VDC & 5VDC/Batteries Ni-mh 1.8AH  NT102 
Input 230VAC. Output 48VDC & 5VDC/Batteries Ni-mh 1.8AH  NT104 
Input 115VAC. Output 24VDC & 5VDC/Batteries Ni-mh 1.8AH  NT112 
Input 115VAC. Output 48VDC & 5VDC/Batteries Ni-mh 1.8AH  NT114 

Input 24VDC. Output 24VDC & 5VDC  NT124 
Input 48VDC. Output 48VDC & 5VDC  NT148 

TIME BASE MODULE              
TCXO Quartz time base 12MHz

Stability frequency : ± 2,5ppm. Operating temperature range –30°C to +75°C. 
Ageing ± 1ppm/year

Delivers one AFNOR NFS 87500/IRIG B time code
Red LED alphanumerical displays: HH MM SS.

Size 1/8th of rack.              
AFNOR NFS 87500 / IRIG-B INPUT SYNCHRONISATION  NT818 

SNMP SUPERVISION MODULE              
Supervision of  the different racks of the RT4000  time centre

Protocol SNMP V1 MIB 2. Alarm management on 5 different SNMP
Configuration via a Web browser (http) and/or TELNET

Ethernet 10/100 base T
One general alarm on dry contact relays

Size 1/8th of rack  NT012 
NTP/SNTP TIMER SERVER MODULE     

Network Time Protocol (RFC 1305 & RFC 1769)
Supervision & configuration via a Web browser (HTTP) or/and TELNET

Ethernet 10/100 Base T
Size 1/8th of rack

 

NT013 
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RT4000 TIME CENTRE 
 
  

                    
 
 
 

 
 

 
 

 ITEM CODE  
       

SERIAL ASCII CODE OUTPUT MODULE        
The rate, parity, format, stop bit are selectable from the front face.

Continuous or alternating two directional transmission.
ASCII protocol: standard GORGY TIMING message

Size 1/8th of rack

       

 ASCII RS 232C  NT700  
ASCII RS 422-485  NT722  

AFNOR NFS 87500 TIME CODE AMPLIFIER OUTPUT MODULE  
Modulation code frequency 1000Hz. Level 2VCC

IRIG B/AFNOR NFS87500 time code output
Size 1/8th of rack. 

 NT600  

OPTION – IP55 CABINET  
IP55 watertight cabinet for 19" racks. Case in 3 parts. Protective glass and locking. Dimensions:

Width 600 mm - Depth: 400 mm  

For chassis rack 19”3U – Height 233mm  B04U 

For chassis rack 19” 6U – Height 366mm  B07U 

For chassis rack 19” 9U – Height 500mm  B10U 

For chassis rack 19” 12U – Height 633 mm  B13U 

OPTION : ANOZIZED COLOURLESS FRONT FACE  
For free emplacement module – Size 1/8th of rack  NT029 
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LEDI 1/S/RK BROADCAST MASTER CLOCK 
 

Radiosynchronisable quartz master clock 
7 segment numerical display: 8 digits 
RED Display: hour, minute, second, Nr of frame, and date by commutation 
Red display - Number height: 14 mm 
Brightness control in front face. 
The time base has a Lithium battery reserve ensuring memory for more than 10 
years. 
Accuracy: 0.1 sec/24 hours (between 20° to 30°C) 
Allows automatic and programmable Daylight Saving Time 
 
Available outputs: 

� ASCII RS 232 or RS 485 code output (to specify) 
� One SMPTE-EBU time code output with a 'Black burst' input and RS232 input for programming the user bytes. 
� One AFNOR NFS 87500/IRIG B (local time) time code output 
� One AFNOR NFS 87500/IRIG B (UTC time) time code output 

Capacity for each AFNOR NFS 87500 output: 200 receiver clocks GORGY TIMING, or 50 receiver clocks from other brand. Galvanic 
insulation by transformer. Frequency carrier 1 KHz. 
Power supply 230VAC/50-60Hz. Consumption 20VA 
Mains protection filter against short-circuit and local interferences 
Operating temperature range: -20°C + 70°C 
Alarm output on relays in case of power supply failure or absence of external synchronisation signal during 24 hours - Relays breaking 
power: 30VA 
Rack 19 ’’ 1U -  Dimensions: 482x44x265 mm 
Complies to EMC Directive 98/366 EEC including directive 93/68. EN 55024, EN 55022, EN 60950 
 

  ITEM CODE 
             

 4 1 9  2 /      
VERSION        Ï  Ï Ï Ï

Stand alone: quartz time base 3.6864 MHz             
INPUT SYNCHRONISATION             

None        0     
Radio synchronisation on DCF/Germany. Antenna + 4m of cable        D     

        Radio synchronisation TDF/ France Inter. Antenna + 4m of cable        F     
AFNOR NFS 87500/IRIG B time code        B     

 SERIAL ASCII CODE OUTPUT             
One RS 232C          A   

 Or: one RS 422-485          R   
POWER SUPPLY             
230 VAC/50-60Hz           0  
115 VAC/50-60Hz           1  

OPTION             
Electronic boards tropicalized            U
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LEDI 1/S/RK INTERFACE 
 

Radiosynchronisable quartz master clock 
7 segment LED display - Number height: 14 mm 
6, 8, or 9 digits depends on the version 
Legible up to 7 meters 
Quartz time base 3.6864MHz. Accuracy +/- 0.1 sec/24h 
(between 20° and 30°C) 
Allows automatic and programmable Daylight Saving Time 
Power supply 230VAC/50-60Hz. 6VA. Class 1 
The internal Lithium battery ensures memorisation for more than 10 years. 

Mains filter protection against short circuit and local interferences. 
Operating temperature range: -20°C + 70°C 
Rack 19'' 1U - Dimensions: 482x44x265mm  
Complies to EMC Directive 98/366 EEC including directive 93/68. EN 55024, EN 55022, EN 60950 

 
 

  ITEM CODE 
             

 3 1 9   /      
VERSION      Ï  Ï  Ï Ï Ï

Stand alone: quartz time base 3.6864 MHz      2       
Accuracy +/- 0.1 sec/24h (between 20° to 30°C)             

AFNOR NFS 87500/IRIG B time code receiver clock.      8       
SMPTE-EBU time code receiver clock      7       

ASCII RS 232C receiver clock      A       
ASCII RS 422-485 receiver clock      R       

COLOUR OF LEDs             
Red        1     

DATA DISPLAY             
6 digits (Hour, minute, second)          0   

9 digits (Day of year, hour, minute, second)          Q   
8 digits  (hour, minute, second and N° of frame)          S   

POWER SUPPLY             
230 VAC/50-60Hz           0  
115 VAC/50-60Hz           1  

48 VAC/50-60Hz           2  
127 VAC/50-60Hz           6  

18 to 72 VDC           9  
OPTION (*)             

Radio synchronisation on DCF/Germany. Antenna + 4m of cable            D
Or: Radio synchronisation on TDF/France Inter. Antenna + 4m of cable            F

Time pip output            E
Or: Alarm relays in case of mains failure of absence of synchronisation signal            G

Or: 4 BEEP audio outputs. 1000 Hz frequency            H
1 serial ASCII RS232C output            A

Or: 1 serial ASCII RS422-485 output            R
1 AFNOR NFS 87500/ IRIG B time code output. Galvanic insulation            B

1 SMPTE/EBU time code output            S
2 PIP outputs on relay mercury            P

DCF HOPF input            M
Electronics boards tropicalized            U

            
OPTION: GPS             

RTB GPS unit to associate with the LEDI 1/S/RK AFNOR receiver clock  4 0 3  8 / …     
 

(*): In case of several options: Thanks to consult us for feasibility.  
This may be required a 19'' 2U rack unit. 
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RADIO TIMING RT93 INTERFACE 
 
 

This interface has an input synchronisation and generates an AFNOR (IRIG B) or 
serial ASCII code output. 
No data display 
No Daylight Saving Time 
Five checking lights: 
- Main supply, input synchronisation, time base working 
- ASCII code output, Code signal reception. 
Quartz time base 3.6864 MHz 
Accuracy: 0.1 sec/24 hours (between 20° to 30°C) 
Operating temperature range: -20°C + 70°C 

Power supply 230VAC/50-60Hz. 4VA. Class 1 
The Ni-Mh batteries provides over 2-day operation in event of mains failure. 
IP54 plastic watertight case. Dimensions: 176 x 126 x 100 mm 
 

  ITEM CODE 
             

 4 6 2  8 /      
VERSION        Ï  Ï Ï Ï

Radio synchronisation on DCF/Germany. Active antenna + 4m of cable       D     
Radio synchronisation on TDF/France Inter. Active antenna + 4m of cable       F     

AFNOR NFS87500 (IRIG B) input       B     
ASCII RS 232C input       A     

ASCII RS 422-485 input       R     
POWER SUPPLY             

230 VAC/50-60Hz         0   
 115 VAC/50-60Hz         1   
127 VAC/50-60Hz         6   

OUTPUT             
AFNOR NFS 87500 (IRIG B) time code. Galvanic insulation          8  

One serial ASCII RS 232C (*)          A  
Or one serial  ASCII RS 422-485 (*)          R  

Or one serial ASCII RS 232 on Sub-D connector          C  
Or DCF – Kreutler          K  

OPTION             
Electronics boards tropicalized            U

 
 
 
(*): The ASCII RS232C or 422-485 code outputs can be associated with the AFNOR NFS 87500 
(IRIG B) code output. 
They can be transmitted every second, one-way mode or half-duplex mode. 
Speed -Bauds-Stop bit - Format and parity adjustable by using internal switches.  
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RADIO TIMING RT93 RK INTERFACE 
 
 

This interface has an input synchronisation and generates an AFNOR (IRIG B) 
or serial ASCII code output. 
No data display 
No Daylight Saving Time  
Five checking lights: 
- Main supply, input synchronisation, time base working 
- ASCII code output, Code signal reception. 

Quartz time base 3.8684 MHz. 
Accuracy: 0.1 sec/24 hours (between 20° to 30°C) 
 
Operating temperature range: -20°C + 70°C 
Power supply 230VAC/50-60Hz. 4VA. Class 1 
The internal Ni-Mh batteries provides over 2-day operation in event of mains failure. 
Rack 19'' 1U - Dimensions: 482x44x265 mm 
Complies with the Fire Reference Standard EN 60.950 and CEI 60.950. 
 
 

  ITEM CODE 
              

 4 7  2  8 /     
VERSION        Ï Ï Ï Ï

Radio synchronisation on DCF/Germany. Active antenna + 4m of cable        D    
 Radio synchronisation on TDF/France Inter. Active antenna + 4m of cable        F    

AFNOR NFS87500 (IRIG B) input        B    
ASCII RS 232C input        A    

ASCII RS 422-485 input        R    
POWER SUPPLY            

230 VAC/50-60Hz         0   
 115 VAC/50-60Hz         1   

OUTPUT            
AFNOR NFS 87500 (IRIG B) time code output. Galvanic insulation          8  

Or sinusoidal signal 416 Hz          S  
ASCII RS 232C (*)          A  

ASCII RS 422-485 (*)          R  
Or 2 outputs (current loop)          I  

Or DCF - Kreutler          K  
OPTION            

Electronic boards tropicalized            U
 
 
 
 
(*): The ASCII RS232C or 422-485 code outputs can be associated with the AFNOR NFS 87500 
(IRIG B) code output. 
They can be transmitted every second, one-way mode or half-duplex mode. 
Speed -Bauds-Stop bit - Format and parity adjustable by using internal switches. 
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 NTP TIME SERVER LEDI NETWORK SE 
 

The LEDI®NETWORK simply and economically updates your existing TCP/IP 
Ethernet network, making your local or multi-site date exchange easier. 
The LEDI®NETWORK implements the NTP protocol  (Network Time protocol - 
RFC 1305) and synchronises all the equipments connected to the Ethernet.  
The time transmitted is the UTC time making international exchanges easier. 
The LEDI®NETWORK includes a high precision clock.  Accuracy: 0.1 sec/24 
hours between 20°C and 30°C 
The internal Lithium battery ensures a memorisation for more than 10 years. 

Operating temperature range: -20°C to +70°C 
Allows automatic and programmable Daylight Saving Time 
Configuration is done from a Web browser (HTTP), the serial port (GORGY TIMING software) and/Or TELNET. 
Supervision is done from Web browser (HTTP) and with the SNMP V1 Mib 2. 
Operating temperature range: -20°C + 70°C 
Rack 19'' 1U - Dimensions: 482x44x265 mm 
Front face: 
Red LED 7segment display: 9-digit- 14mm. Displays the input synchronisation time (TDF, DCF and AFNOR UTC) 
4 configuration push buttons: AFNOR output configuration (Daylight Saving Time). 
Rear panel: 
TDF, DCF or AFNOR NFS87-500 UTC screw-in input  
NTP (RFC-1361) compatible UTC time output (RJ45 connection) 
AFNOR local time output (terminal block) 
Power supply 
Complies to EMC Directive 98/366 EEC including directive 93/68. EN 55024, EN 55022, EN 60950 
 
 

  ITEM CODE 
             

 9 2  1  9 /     
INPUT SYNCHRONISATION         Ï  Ï Ï

Radio synchronisation on DCF/Germany. Antenna + 4m of cable        D    
Radio synchronisation on TDF/France Inter. Antenna + 4m of cable        F    

AFNOR NFS 87500/IRIG B Time code. Galvanic insulation        8    
Afnor NFS 87500 time code /Local Time        L    

POWER SUPPLY             
230 VAC/50-60Hz          0  
115 VAC/50-60Hz          1  

18-72 VDC          9  
OPTION            

Electronic boards tropicalized           U
 

 

CLIENT NTP SOFTWARE  

Allows the time synchronisation of equipments working under WINDOWS NT/XP/2000 via the Network Time 
Protocol (NTP - RFC 1305). 
Complies for Windows 32bits.  
Automatic identification of Gorgy Timing timeserver available on the network. 
Licences: 10 computers 
Presentation: Application Windows NT/XP/2000. 
 
 

  ITEM CODE 
VERSION            

Windows NT/XP/2000 English and French edition  C  D  G  0  0  9  
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NTP/SNTP TIME SERVER LEDI NETWORK Enhanced  

 
The purpose of this device is to synchronise one or several NTP client using a ‘physical’ synchronisation signal, and 
offering different type of outputs (output configuration selectable via HTTP : time zone, daylight saving time, top 
parameters…) 
 

• AFNOR NFS 87500/IRIG B (modulated, TTL, or RS422) 
• NTP/SNTP 
• UDP TIME – TCP TIME 
• RS232 or RS 485 + PIP on static relays (350VAC/DC, 130mA) 
• 10 Mhz output (option P) 
• Alarms in case of power supply failure or absence of synchronisation 

 
Allows automatic and programmable Daylight Saving Time 
The time source reference is a traditional signal: AFNOR NFS 87500, IRIG B, or GPS 
Crystal quartz time base 3.6864 Mhz 
Optional: OCXO, TCXO to ensure high accuracy in case of loss of external source of synchronisation 
      
The LEDI Network Enhanced contains a NTP serve software designed for a good-level precision and security. 
Ensures an accuracy of +/-1ms to the LEDI NETWORK IN Client. 
Network interface 10baseT with RJ45 
SNMP V1 interface MIB II,  WEB server, TELNET, ENDMI 
Supported protocols : 
ARP, UDP, TCP, Telnet, ICMP, SNMP, DHCP, TFTP, HTTP, ENDMI, AutoIP, JAVA, SNTP client. 
 
Memory: ROM 512K, RAM 128K, EEPROM 2K. 
Supplied with 10 licences for windows 32 bits. 
Power supply 230VAC/50-60Hz. Consumption 20mA plus 2mA per output  
Electrical autonomy: 4 hours on internal Ni-mh battery 
Red display. 16 alphanumerical characters. 
Operating temperature range: -25° to 70°C 
Rack 19”1U – Dimensions: 482 x 265 x 44mm 
Complies to EMC Directive 98/366 EEC including directive 93/68. EN 55024, EN 55022, EN 60950 
 
OCXO Quartz time base TXCO quartz time base 
High accuracy level 
Frequency stability 5.10-8/day 
Temperature range: -20°C to +70°C 
Ageing 5.10-10/day 

High accuracy level 
Frequency stability 5.10-6/day 
Temperature range: -30°C to +75°C 
Ageing 5.10-9/day 

 
BASIC VERSION DELIVERS 

� One input clock 
� One NTP/SNTP (protocole RFC 1305) output 

 
(*) OUTPUTS : 4 Maximum 

Option reference G N T B R A 
Maximum 2 1 1 output extension on choice 
Maximum 1 1 2 outputs extension on choice 
Maximum 0 1 3 outputs extension on choice 
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NTP/SNTP TIME SERVER LEDI NETWORK Enhanced  
 
 
 

  ITEM CODE 
               

 9 2   6 /       
INPUT CLOCK REFERENCE    Ï  Ï  Ï  Ï Ï Ï Ï

AFNOR NFS 87500/IRIG B (Modulated  1Kz)    5    8   0   
AFNOR NFS 87500/IRIG B DCLS (TTL or RS422)    5    T   0   

*GPS receiver –   To associate with the option antenna)    8    N      
AFNOR NFS 87500/IRIG B (Modulated 1Kz) –

*TCXO Oscillator    5    9   0   

AFNOR NFS 87500/IRIG B DCLS (TTL or RS422) 
*TCXO oscillator    5    S   0   

*GPS receiver – To associate with the option antenna
OCXO oscillator    8    P   0   

POWER SUPPLY              
230 VAC/50-60Hz          0    

115  VAC/50-60Hz          1    
18-72 VDC          9    

*OPTION GPS ANTENNA             
None          0   

IP65 Bullet active GPS antenna 35 dB cable length 25m          Q   
Or IP65 Bullet active GPS antenna 35 dB cable length 60m          S   
Or IP65 Bullet active GPS antenna 35 dB cable length 80m          V   

OUTPUT EXTENSION (3 maximum)              
Alarm output on relays in case of power supply failure, or absence of 

external synchronisation during 24 hours            G  

NTP/SNTP with TCXO oscillator          N  
AFNOR NFS 87500          B  

Serial ASCII RS 485 + PIP          R  
Serial ASCII RS 232 + PIP          A  

DCLS AFNOR & IRIG B (TTL / RS 422) output          T  
OPTION             

Electronic boards Tropicalized           U
 

* AVAILIBILITY : DECEMBER 2004  
 

Refer to this table for the 3 EXTENSION OUTPUTS 
Option reference G N T B R A 

Maximum 2 1 1 output extension on choice 
Maximum 1 1 2 outputs extension on choice 
Maximum 0 1 3 outputs extension on choice 
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NTP/SNTP SERVER LEDI NETWORK LC 
 

 
The LEDI NETWORK LC is a NTP/SNTP time server 
of the LEDI NETWORK range.  
 
It has one source input clock and delivers one 
NTP/SNTP output. 
SNMP and http supervision with possibility to update the 
firmware via Ethernet. 
Easy Plug n’ Play installation. 
No data display. 

Chassis rack 19’’ 1U. Dimensions: 482x150x44mm 
Power supply 230VAC. 
Operating temperature range: -25°C to +70°C 
Ethernet 10 base T. 
Complies to EMC Directive 98/366 EEC including directive 93/68. EN 55024, EN 55022, EN 60950 
 
 

  ITEM CODE 
            

 9 2  8  1 /    
        Ï Ï Ï

INPUT CLOCK REFERENCE           
AFNOR NFS 87500/IRIG B (Modulated 1000Hz)         8   

AFNOR 87500/IRIGB DCLS (TTL or RS422)         T   
POWER SUPPLY           

230 VAC/50-60Hz          0  
115  VAC/50-60Hz          1  

18-72 VDC          9  
OPTION           

Electronic boards Tropicalized           U
 
 

CLIENT NTP SOFTWARE  

Allows the time synchronisation of equipments working under WINDOWS NT/XP/2000 via the Network Time 
Protocol (NTP - RFC 1305). 
Complies for Windows 32bits.  
Automatic identification of Gorgy Timing timeserver available on the network. 
Licences: 10 computers 
Presentation: Application Windows NT/XP/2000. 
 
 

  ITEM CODE 
VERSION           

Windows NT/XP/2000 English and French edition  C  D  G  0  0  9  
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NTP CLIENT LEDI NETWORK IN 
 

 
The purpose of this device is to synchronise various equipments using a reference time from one or several NTP/SNTP 
servers.  
Synchronisation on 3 serves maximum with automatic detection of GORGY TIMING server. 
Different mode of selection via HTTP (accuracy, manual, loading). 
 
Allows automatic and programmable Daylight Saving time 

 
The time source reference is the NTP time server.  
Accuracy: +/- 1ms (between 20° to 30°C) in comparison to the NTP source reference (LEDI Network Enhanced)***. 
Ensures an acuracy of ± 1ms (between 20°C to 30°C) to the NTP/SNTP output 
Network interface 10baseT with RJ 45 
 
High level security warranted by : 
 Permanent checking of NTP/SNTP time integrity 
 SNMP , WEB server, TELNET 
 Electrical autonomy: 4 hours on internal Ni-mh battery 
 
Supported protocols :  
ARP, UDP, TCP, Telnet, ICMP, SNMP, DHCP, TFTP, HTTP, AutoIP, JAVA, SNTP client. 
 
Memory: ROM 512K, RAM 128K, EEPROM 2K. 
Power supply 230VAC/50-60Hz. Consumption 20mA plus 2mA per output  
Red display. 16 alphanumerical characters. 
Operating temperature range: 5° to 50°C 
Rack 19”1U – Dimensions: 482 x 44 x 265mm 
Complies to EMC Directive 98/366 EEC including directive 93/68. EN 55024, EN 55022, EN 60950 
 

*** Ledi NTP Network Enhanced : 92x6/xyx 
 
The LEDI NETWORK IN offers different outputs (configuration selectable via HTTP : time zone, daylight saving time, pip 
parameters….) 
Available outputs: 4 maximum  

� AFNOR NFS 87500-IRIG B 
� NTP/SNTP 
� RS232 + PIP on static relays (350 VAC/DC, 130mA) 
� RS485 + PIP on static relays (350 VAC/DC, 130mA) 
� Alarms on dry contact relays in case of power supply failure or absence of external source synchronisation. 

 
BASIC VERSION comes with one NTP/SNTP input. 

 
 

(*) OUTPUTS: 4 Maximum  
Option reference G N T B R A 

Maximum 2 2 0 0 0 0 
Maximum 1 3 outputs on choice 
Maximum 0 4 outputs on choice 
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NTP/SNTP CLIENT/SERVER LEDI NETWORK IN 
 
 

  ITEM CODE 
            

 9 2  5  7 /    
        Ï Ï Ï

Basic version (NTP input)            
POWER SUPPLY            

230 VAC/50-60Hz         0   
115 VAC/50-60Hz         1   

18 to 72 VDC         9   
OUTPUT EXTENSION (*)            

Alarm output on relays in case of power supply failure 
or absence of external synchronisation signal during 24 hours  Relays 

breaking power: 30VA
         G  

NTP/SNTP with TCXO oscillator          N  
AFNOR NFS 87500/IRIG B time code output          B  

Serial ASCII RS 232 + 2 PIPS output          A  
Serial  ASCII RS485          R  

DCLS AFNOR NFS 87500 & IRIG B (TTL/RS 422) output          T  
OPTION            

Electronic boards tropicalized           U
 
 
 
 

(*) OUTPUTS: 4 Maximum  
Option reference G N T B R A 

Maximum 2 2 0 0 0 0 
Maximum 1 3 outputs on choice 
Maximum 0 4 outputs on choice 
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NTP/SNTP CLIENT/SERVER LEDI NETWORK GATEWAY 
 
 

The LEDI NETWORK GATEWAY® is a NTP/SNTP client/server. 
It is designed to synchronised itself via the Internet on GORGY 
TIMING NTP Secured Solutions (or other inter time server) or other 
Internet time servers. 

The hourly message is authenticated by an MD5 key/Password system 
(managed clearly by the device), this guarantees the integrity of the 
source synchronization.  

The LEDI NETWORK GATEWAY server ensures easy, economical timekeeping network of your existing Ethernet TCP/IP 
network with NTP source synchronisation authentication medium. 
Furthermore, it is equipped with a TCXO quartz time base, so it can provide your network with a reliable hourly reference 
should your Internet connection cut out. 
Supervision via a Web browser (HTTP) and the MIB 2 compatible SNMP V1 Protocol. 

The LEDI NETWORK GATEWAY ® comes with : 
• One NTP/SNTP Ethernet 10 BaseT input (RJ45).  
• One NTP/SNTP Ethernet 10 BaseT output (RJ45).  

Requires an Internet connection. 
 
 
Power supply 230VAC. 
Operating temperature range: -25°C to +70°C 
Free standing plastic box.  
Easy Plug n’ Play installation. 
Complies to EMC Directive 98/366 EEC including directive 93/68. EN 55024, EN 55022, EN 60950 
 
 
 
 

  ITEM CODE 
            

 9  2  7  5 /   
POWER SUPPLY         Ï Ï

230 VAC/50-60Hz         0  
115  VAC/50-60Hz         1  

18-72 VDC         9  
OPTION           

Electronic boards Tropicalized          U
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LEDI NETWORK CONNECT 
 

NTP/SNTP CLOCK :  OPTION NTP/SNTP for the LEDI display range (1) 
 

 
 
The LEDI NETWORK CONNECT® allows easy and economical 
setting time of the LEDI display range on one Ethernet network. 
 
The LEDI NETWORK CONNECT® uses the NTP/SNTP protocol  
as time synchronisation. 
Easy Configuration & plug n’ play installation; 
High security level. (Algorithm of checking NTP/SNTP time integrity). 
SNMP & HTTP supervision.  
 
External Power supply 230VAC/50-60Hz.  
Dimensions : 120x80x35mm. 
Operating temperature range : -25°C to +70°C 
 

Requires set-up software ref. CDG008  
TELNET/HTTP - MIB supervision 
Complies to EMC Directive 98/366 EEC including directive 93/68. EN 55024, EN 55022, EN 60950 
 
 

 
 
 
 

 
 
 
 
 

ITEM CODE  

Configuration/Supervision HTTP/TELNET,  
MIB SNMP/ Software 

 Windows NT/XP/2000. Licence mono post  C D G 0 0 8 A  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
(1) : LEDI display with RS232 input. 
 

  ITEM CODE 
          

  9  2  8  0 / A  2      
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NTP/SNTP Client LEDI NETWORK TOP 
 
 

This purpose allows time synchronisation of automatons with PIP input 
 
The LEDI NETWORK TOP is a NTP/SNTP client. 
Synchronisation on 3 servers maximum with automatic detection of GORGY 
TIMING server. 
 
Different mode of selection of the server (accuracy, manual, loading). 
 
The LEDI NETWORK TOP has one PIP output (60VAC/DC, 350mA 1500vca 
insulation) on static relays. 
Output PIP configuration via HTTP  (included DCF PIP). 
 
High security level guaranteed by: 
Permanent checking of NTP/SNTP time integrity 
SNMP, Web server, TELNET supervision 
 

Power supply 18-72VDC 
Operating temperature range : -25°C +70°C 
Easy plug n’ play installation. 
Ethernet 10 base T. 
 
RAIL DIN plastic box. Dimensions: 90x71x58mm (HLE) 
4 pins : power supply, PIP output 
 
TROPICALISED VERSION 
 
Requires NTP software configuration – CDG008 
Complies to EMC Directive 98/366 EEC including directive 93/68. EN 55024, EN 55022, EN 60950 
 
 

 

   
                  
                 
                 
                 

ITEM CODE  

Configuration/Supervision HTTP/TELNET,  
MIB SNMP/ Software 

 Windows NT/XP/2000. Licence mono post  C D G 0 0 8 A   

  ITEM CODE 
         

  9 2 8 2         
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RADIO TIMING RTB GPS GENERATOR 
 

IRIG B (AFNOR NFS 87500) code generator synchronised on GPS (Global 
Positioning System). 
It operates on 8 parallel channels. 
Composed of: one GPS antenna picking up a code signal from GPS satellite system 
in any point on the Earth; and one electronic case delivering an IRIG B code output 
(AFNOR NFS 87500) carrier frequency: 1KHz. - Level: 2.2 volts peak to peak. 
Galvanic insulation transformer 
Accuracy: 10ms in respect to Universal Time. 
Quartz time base, Daylight saving time selectable by internal switch for 
European, American and Australian time zone. 
The watertight aerial intelligent antenna must be placed outside. (IP 65 protection). 
Supplied with 10 meters of cable and plug's connectors. Diameter 102mm, thickness 
22,6mm. Sensitivity: 26 dB 
Power supply 230VAC/50-60Hz. Class 1. 
Operating temperature range: -20°C + 70°C 
TROPICALISED VERSION 

IP 54 plastic case. Dimensions: 176 x 176 x 100 mm 
Complies to EMC Directive 98/366 EEC including directive 93/68. EN 55024, EN 55022, EN 60950 
 
 
 

  ITEM CODE 
             

 4 0 3  8 /   1   
VERSION        Ï  Ï Ï Ï

Standard: AFNOR NFS 87500 (IRIG B) time code output            
POWER SUPPLY             
230 VAC/50-60Hz       0     
115 VAC/50-60Hz       1     

18 to 36 VDC       5     
127 VAC       6     

CASE OPTION            
Standard: IP54 plastic case. 176x176x100mm         1  

IP65 Aluminium case. 162x162x91mm         7  
GPS ANTENNA             

Standard: Motorola antenna supplied with 10m of cable           M
IP65 Active bullet GPS antenna (dB) + 25m of cable           Q
IP65 Active bullet GPS antenna (dB) + 60m of cable           S
IP65 Active bullet GPS antenna (dB) + 80m of cable           V

 
 
 
 
 
IP65 Active Bullet antenna: Watertight for outdoor installation  
Omni directional, frequency 154.42MHz 
Sensitivity: 35 dB. Impedance 50 Ohms 
Diameter 77.3mm 
Working temperature: - 40°C to +85°C  
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RACK RADIO TIMING GPS 2000 
 

 
Hour, minute and second display indicating 
Universal Time and date information. 
Display of the number of satellites tracked. 
Checking light indicating the second pip coming from the 
receiver. 
Checking light indicating the time base is synchronised with the 

GPS. 
Time base: CMOS-HCMOS of low consumption technology 80C51 micro controller. 
4.8 MHz quartz crystal ensuring an accuracy of +/- 0,1 sec/24h (between 10° and 45°C). 
Receiver: 8 parallel channels that calculate the information transmitted from 8 satellites. 

� 2 ASCII RS 232C outputs. 1 PPS, Accuracy: +/- 1 microsecond/U.T.C. 
� 1 IRIG B/AFNOR NFS 87500 output. 

Power supply 230VAC/50-60Hz. 4VA. Class 1 
Bullet Active Antenna: Watertight for outdoor installation (IP 65), omni directional, frequency 154.42MHz. 
Sensitivity: 35 dB. Impedance 50 Ohms. Diameter 77,3mm.  Supplied with 25 meters of cable and plug's connectors. 
Operating temperature range: -20°C + 70°C 
TROPICALISED VERSION 
Rack 19'' 1U  - Dimensions: 482x44x265mm 
Complies to EMC Directive 98/366 EEC including directive 93/68. EN 55024,  
EN 55022, EN 60950 
 

 
IP65 Active Bullet antenna: Watertight for outdoor installation  
Omni directional, frequency 154.42MHz 
Sensitivity: 35 dB. Impedance 50 Ohms 
Diameter 77.3mm 
Working temperature: - 40°C to +85°C 
 
 
 
 
 
 
 

  ITEM CODE 
             

 4 0 1  5 / 8     
BASIC MODEL       Ï  Ï Ï Ï

Rack GPS 2000            
POWER SUPPLY            

Standard: 230 VAC/50-60Hz         0   
 115 VAC/50-60Hz         1   
GPS ANTENNA           

Standard: Cable 25m length for bullet antenna          C  
Cable 60m length for Bullet antenna          S  
Cable 80m length for Bullet antenna          V  

OPTION            
 TCXO quartz time base. Accuracy +/- 0.01 sec/24 h (between 20° to 30°C)           T
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TIME SOFTWARES 
 

 
 
ASCII SYNCHRONISATION FOR SERVER AND CLIENT 
. LEDI clocks 
. RT 600, RT CP, RTCP RK, RT 1000RK masters clocks 
. RT 93, RT93 KR interfaces 
. LEDI 1/S/RK, LEDI 1/S/RK Broadcast masters clocks 
. RT 3000, RT4000 network time  
 
Presentation: application and/or service WINDOWS. 
 
 

 
  ITEM CODE 
              

VERSION              

Windows NT/XP/2000 English and French edition C  D  G  0  1  0     

 

NTP SYNCHRONISATION - CLIENT NTP 

Allows the time synchronisation of equipments working under WINDOWS 
NT/XP/2000 via the Network Time Protocol (NTP - RFC 1305). 
Complies for Windows 32bits.  
Automatic identification of Gorgy Timing timeserver available on the network. 
Licences: 10 computers 
Presentation: Application windows 95/98/Millenium and service Windows 
NT/XP/2000. 

 
 

  ITEM CODE 
              

VERSION              

Windows NT/XP/2000 English and French edition C  D  G  0  0  9     
 
 
 
 
NTP TIME SOFTWARE 
Configuration/Supervision HTTP/TELNET  
MIB SNMP 

ITEM CODE  

 

 Windows NT/XP/2000. Licence mono post  C D G 0 0 8 A 
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CATALOGUE GT0005 
 

FILE N° 2/6.1 
DIGITAL CLOCKS 

 
Hour – minute displays 

 
 
 
 
 

LEDI CLOCKS  
� LEDI GREEN 
� LEDI BUS 
� LEDI 5 
� LEDI 6 
� LEDI 12 
� LEDI 20 
� LEDI 30 
� LEDI 50 

 
 

 
 BRACKETS SINGLE & DOUBLE FACED CLOCK 

� FOR LEDI 5, LEDI 6  
� FOR LED 12  
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LEDI GREEN 
 

GREEN LED 7 segment display 
Hour and minute: 50 mm. 
Legible up to 25 meters. 
No adjust of luminosity 
Ni-Mh batteries providing over 2 day operation in the event of mains failure. 
Power supply 230 VAC/50-60Hz. 4VA class 2 
Operating temperature range: -20°C to +70°C 
Independent quartz time base 32.7687 KHz. Accuracy +/- 0.2 sec/24h (between 20 to 25°C) 
Gloss painted ultra-flat aluminium case. White colour. Wall mount surface 
Dimensions: 220 x 100 mm 
Complies with the Fire Reference Standard EN 60.950 and CEI 60.950 
 

 
 

Minimum package: 4 pieces 
 

. 
 

  ITEM CODE 
              

LEDI GREEN              
STAND ALONE CLOCK  9 5 0  2        

 
 
 

INDEPENDENT CLOCK FOR BUS-COACH 
 

 
Red LED 7 segment display 
Hour, minute: 25mm 
Power supply 24VDC or 12 VDC 
Consumption 4VA 
Independent quartz time base 32.768 KHz. Accuracy +/- 0.2 
sec/24h (between 20° to 25°C) 
Internal battery provide 20 day running 
Front face dimensions : 162x63x1.8mm  

Flush mount case. Dimensions. 142x52x41mm 
Complies with the Fire Reference Standard EN 60.950 and CEI 60.950 

 
 

  ITEM CODE 
            

LEDI BUS            
STAND ALONE CLOCK  9 2 0 1        
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LEDI 5 
 

LED 7 segment display 
Hour and minute: 50 mm. 
Legible up to 25 meters.  
No adjust of luminosity 
Independent and pulse version: The internal Ni-Mh battery provides over 2-day operation in the 
event of mains failure. 
Power supply 230 VAC/50-60Hz. 4VA class 2 
Operating temperature range: -20°C to +70°C 

Gloss painted ultra-flat aluminium case. Wall mount surface 
Dimensions: 220 x 100 mm 
Complies to EMC Directive 98/366 EEC including directive 93/68. EN 55024, EN 55022, EN 60950 
 
ON REQUEST: Time & date displaying alternatively. 
 
 
 

 
 

                   
                   

 ITEM CODE 
             
 3 5  1   /       

VERSION       Ï  Ï  Ï Ï Ï Ï
Independent: Radiosynchronisable quartz time base 3.6864 MHz      2        

Accuracy: +/- 0.1 sec/24h (between 20° to 30°C)               
Minute 24V/6mA reversed pulses receiver clock      3        

AFNOR NFS 87500/IRIG B time code receiver clock      8        
Radio synchronised on France Inter. Antenna +4m of cable      F        

Radio synchronised on DCF/Germany. Antenna +4m of cable      D        
COLOUR OF LEDs               

Red        1      
Green        2      
Yellow        3      
CASE               

Standard: Wall mounting surface          1    
Flush mountable case with adhesive support          2    

Complete flush case with internal metal support          3    
COLOUR OF CASE              

Standard: black RAL 9005           0   
White RAL 9016           1   

Golden anodised colour 3           2   
Blue RAL 5013           3   

Yellow RAL 1018           4   
Green RAL 6029           5   

Red Garnet RAL 3004           6   
Grey RAL 7042           7   

POWER SUPPLY              
Standard: 230 VAC/50-60Hz            0  

115 VAC/50-60Hz            1  
48 VAC/50-60Hz            2  

18 to 72 VDC            9  
24 VAC/50-60Hz            4  

OPTION               
Electronic boards tropicalized             U
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LEDI 6 
 

LED 7 segment display:  Hour and minute: 70 mm  
Legible up to 30 meters 
Automatic or Manual adjustable luminosity 
Power supply 230 VAC/50-60Hz. 6VA, Class 2 
Independent and pulse version: The internal Ni-Mh battery provides over 2-day operation in 
the event of mains failure. 
Operating temperature range: -20°C to +70°C 

Gloss painted ultra-flat aluminium case. Wall mount surface.  Dimensions: 325 x 135 mm 
Complies to EMC Directive 98/366 EEC including directive 93/68. EN 55024, EN 55022, EN 60950 
 

 

 

 ITEM CODE 
           
 3 6 0  /         

VERSION     Ï  Ï  Ï  Ï Ï Ï Ï
Independent: Radiosynchronisable quartz time base 3.6864 MHz    2          

Accuracy: +/- 0.1 sec/24h (between 20° to 30°C)               
Minute 24V/6mA reversed pulses receiver clock    3          

Second 24V/6mA reversed pulses receiver clock    6          
AFNOR NFS 87500/IRIG B time code receiver clock    8          

SMPTE-EBU time code receiver clock    7          
COLOUR OF LEDs               

Red      1        
Green      2        
Yellow      3        

Blue (fit with power supply option 7)      5        
Red. High luminosity for outdoor use      4        

Amber. High luminosity for outdoor use      6        
Other colour on request      W        

CASE               
Standard: Wall mount surface        1      

Flush mountable case with adhesive support        2      
Complete flush case with internal metal support        3      
IP54 watertight. Dimensions: 392 x202x125 mm        7      

COLOUR OF CASE               
Standard: BLACK RAL 9005          0    

White RAL 9016          1    
Golden Anodised colour 3          2    

Blue RAL 5013          3    
Yellow RAL 1018          4    
Green RAL 6029          5    

Garnet Red RAL 3004          6    
Grey RAL 7042          7    

ALTUGLAS FRONT FACE               
Standard           S   

No reflective           A   
POWER SUPPLY               

Standard: 230 VAC/50-60Hz            0  
115 VAC/50-60Hz            1  
48 VAC/50-60Hz            2  

18 to 72VDC            9  
230 VAC/50-60Hz for Blue lamps option            7  

OPTION               
Radio synchronisation on DCF/Germany. Antenna + 4m of cable             D

Or: Radio synchronisation on TDF/France-Inter. Antenna + 4m of cable             F
Timer: remote control with 2m of cable (Up/Down/intermediate time)             C

 Or: timer on SUB D connector             K
Or: timer with watertight remote control case             P

Temperature displayed alternatively. Probe + 5m of cable             T
Time pip output, or contact relays for end of timer             E

Or: 4 BEEP audio outputs. 1000Hz frequency             H
ASCII OUTPUT RS232             A

Or:  RS 232 ASCII Input             B
Or:  ASCII OUTPUT RS422-485             R

Or: ASCII RS422-485 Input             Q
DCF Meinberg / HOPF receiver clock             M

Electronic boards tropicalized             U
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LEDI 12 
 
 Indoor and outdoor use 
LED 7 segment display. Double line per segment 
Format : 12 H on request. Hour and minute: 120 mm  
Legible up to 50 meters. Manual or automatic adjust luminosity 
Independent and pulse version: The internal Ni-Mh batteries provides over 2-day 
operation in the event of mains failure. 
Power supply 230VAC/50-60Hz. 25VA. Class 1 
Operating temperature range: -20°C to +70°C. 
Mains protection filter against short circuit and local interferences 
Gloss painted aluminium case. Black colour. Wall mount surface 
Dimensions: 600 x 300 x 125 mm 

Complies to EMC Directive 98/366 EEC including directive 93/68. EN 55024, EN 55022, EN 60950 
 

  ITEM CODE 
               

 3 8 0  /         
VERSION     Ï  Ï  Ï  Ï Ï Ï Ï

Independent: Radiosynchronisable quartz time base   3.6864 MHz     2          
Accuracy  +/- 0.1 sec/24 h (between 20° to 30°C)               

Minute 24V/6mA reversed pulses receiver clock     3          
Second 24V/6mA reversed pulses receiver clock     6          

AFNOR NFS 87500/IRIG B time code receiver clock     8          
INDOOR USE - COLOUR OF LEDs               

Red       1        
Green       2        
Yellow       3        

Other colour. On request       w        
OUTDOOR USE - COLOUR OF LEDs               

Red. High luminosity       4        
Amber. High luminosity       6        

CASE             
Standard: Wall mounting surface           1    

IP54 watertight for outdoor use. Wall mounting surface           7    
COLOUR OF CASE               

Standard: Black RAL 9005            0   
Grey RAL 7011            9   
Blue RAL 5017            3   

Other colour (1,2,4,5,6,7) available on request only            W   
ALTUGLASS FRONT FACE               

Standard            S   
No reflective            A   

POWER SUPPLY               
Standard: 230 VAC/50-60Hz             0  

115 VAC/50-60Hz             1  
48 VAC/50-60Hz             2  

127 VAC/50-60Hz             6  
OPTION               

Radio synchronisation on DCF/Germany. Antenna + 4m of cable              D
Or: Radio synchronisation on TDF/France Inter. Antenna + 4m of cable              F
Timer: remote control with 2m of cable (Up/Down/intermediate time)              C

Or:  timer with watertight remote control case + 4m of cable              P
 Time pip output, or contact relays for end of timer              E

Temperature displayed alternatively. Probe +5m of cable              T
ASCII RS 232 OUTPUT              A
Or: ASCII RS 232 Input              B 

Or: ASCII RS 422-485 OUTPUT              R
Or: ASCII RS 422-485 Input              Q

Electronic boards tropicalized              U
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LEDI 20 
 

 Indoor and outdoor mounting 
LED 7 segment display.  5 LEDs per point.  
Format 12 H on request. 
Hour and minute:  250 mm 
No reflective altuglas 
Legible up to 100 meters 
Automatic adjust luminosity 
Lithium battery ensuring memorisation for more than 10 years.  
Power supply 230VAC/50-60Hz. 50VA. Class 1 
Operating temperature range: -20°C to +70°C 

Mains protection filter against short circuit and local interferences.  
IP54 Gloss painted aluminium case. Black colour.  Wall mount surface.  Dimensions: 1080 x 480 x 150 mm 

Complies to EMC Directive 98/366 EEC including directive 93/68. EN 55024, EN 55022, EN 60950 

 
 
 

  ITEM CODE 
              

 3 2 0   /       
VERSION      Ï  Ï  Ï Ï Ï Ï

Independent: Radiosynchronisable quartz time base 3.6864 MHz      2        
Accuracy  +/- 0.1 sec/24 h (between 20° to 30°C)              

AFNOR NFS 87500/IRIG B time code receiver clock      8        
SMPTE-EBU time code receiver clock      7        

INDOOR USE - COLOUR OF LEDs             
Red        1      

Green        2      
Yellow        3      

Other colour on request only        w      
OUTDOOR USE - COLOUR OF LEDs             

Red. High luminosity        4      
Amber. High luminosity        6      

CASE             
IP54 Watertight. For outdoor use. Wall mounting surface          7    

COLOUR OF CASE             
Standard: Black RAL 9005           0   

Grey  RAL 7011           9   
Blue RAL 5017           3   

Other colour (1 to 7) on request              
POWER SUPPLY             

Standard: 230 VAC/50-60Hz            0  
115 VAC/50-60Hz            1  

OPTION             
Radio synchronisation on DCF/Germany. Antenna + 4m of cable             D

Or:  Radio synchronisation on TDF/France Inter. Antenna + 4m of cable             F
Temperature displayed alternatively. Probe + 5m of cable             T

Watertight remote control set-time case with timer + 4m of cable             P
Or: Watertight remote control set-time case with timer on SUB D             K

Electronic boards tropricalized             U
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LEDI 30 
 

  
Indoor/outdoor use 
LED 7 segment display.  8 LEDs per point. 
Format 12 H on request. 
Hour and minute:  330 mm 
Legible up to 150 meters 
No reflective Altuglas  
The internal Lithium battery ensures memorisation for more than 
10 years.  
Power supply 230VAC/50-60Hz. 50VA. Class 1 
Operating temperature range: -20°C to +70°C 

Mains protection filter against short circuit and local interferences.  
IP54 Gloss painted aluminium case. Black colour.  Wall mount surface.  Dimensions: 1630 x 590 x 150 mm 
Complies to EMC Directive 98/366 EEC including directive 93/68. EN 55024, EN 55022, EN 60950 
 
 

  ITEM CODE 
              

 3 3 0   /       
VERSION      Ï  Ï  Ï Ï Ï Ï

Independent: Radiosynchronisable quartz time base 3.6864 MHz     2        
Accuracy +/- 0.1 sec/24 h (between 20° to 30°C)              

AFNOR NFS 87500/IRIG B time code receiver clock     8        
COLOUR OF LEDs             

Red. High luminosity       4      
Amber. High luminosity       6      

CASE             
IP54 Watertight. For outdoor use. Wall mounting surface         7    

COLOUR OF CASE             
Standard: Black RAL 9005          0   

Grey RAL 7011          9   
Blue RAL 5017          3   

Other colour (1 to 7) on request             
POWER SUPPLY             

Standard: 230 VAC/50-60Hz           0  
115 VAC/50-60Hz           1  

OPTION             
Radio synchronisation on DCF/Germany. Antenna + 4m of cable            D

Or: Radio synchronisation on TDF/France Inter. Antenna + 4m of cable            F
Temperature displayed alternatively. Probe + 5m of cable            T

Watertight remote control set-time case with timer + 4m of cable            P
Or: Watertight remote control set-time case with timer on SUB D            K

Electronic boards tropicalized            U
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LEDI 50 
  
 Indoor/outdoor use 
LED 7 segment display. High luminosity: 1 Cd 34° 
Format 12 H on request. 
Hour and minute:  500 mm 
No reflective Altuglas 
Legible up to 250 meters 
Automatic adjust luminosity 
The internal Lithium battery ensures memorisation for more than 
10 years.  
Power supply 230VAC/50-60Hz. 100VA. Class 1 
Operating temperature range: -20°C to +70°C 

Mains protection filter against short circuit and local interferences.  
IP54 Gloss painted aluminium case. Black coloured. Wall mount surface. Dimensions:  2500 x 1000 x 150 mm  
Complies to EMC Directive 98/366 EEC including directive 93/68. EN 55024, EN 55022, EN 60950 
 
 

 ITEM CODE 
             

 3 5 0   /       
VERSION     Ï  Ï  Ï Ï Ï Ï

Independent: Radiosynchronisable quartz time base 3.6864 MHz     2        
Accuracy +/- 0.1 sec/24 h (between 20° to 30°C)             

AFNOR NFS 87500/IRIG B time code receiver clock     8        
COLOUR OF LEDs            

Red. High luminosity       4      
Amber. High luminosity       6      

CASE            
IP54 Watertight. For outdoor use. Wall mounting surface         7    

COLOUR OF CASE             
Standard: Black RAL 9005          0   

Grey RAL 7011          9   
Blue RAL 5017          3   

Other colour (1 to 7) on request             
POWER SUPPLY             

Standard: 230 VAC/50-60Hz           0  
115 VAC/50-60Hz           1  

OPTION        
Radio synchronisation on DCF/Germany. Antenna + 4m of cable            D

Or: Radio synchronisation on TDF/France Inter. Antenna + 4m of cable            F
Temperature displayed alternatively. Probe + 5m of cable            T

Watertight remote control set-time case with timer + 4m of cable            P
Or:  Watertight remote control set-time case with timer on SUB D            K

Electronic boards tropicalized            U
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BRACKETS FOR LEDI 5 – LEDI 6 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
CEILING MOUNTED SUPPORT 

 
  ITEM CODE 
  ITEM REF      
  P      /     

FOR LEDI CASE       Ï  Ï Ï

Standard          0    
IP54          1    

SINGLE FACE CLOCK             
Without hidden rear panel            1  

With hidden rear panel            3  
DOUBLE FACE CLOCK              

Without hidden rear panel            2  
With hidden rear panel            4  

COLOUR OF BRACKET          
Standard : black             0

On request: White             1
 
 

WALL MOUNTED SUPPORT 
 

 
 
 
 
 
 
 
 
 
 

CLOCK MODEL  ITEM REF 
Dimensions 

(mm) Hidden real panel 
     
      A B Standard IP54 case 
LEDI 5  3 5 1 150 367 Yes No 
LEDI 6  3 6 0 124 419 Yes No 

  ITEM CODE 
   ITEM REF     
  M      /    

FOR LEDI CASE          Ï Ï Ï

Standard          0   
IP54          1   

SINGLE FACE CLOCK             
Without hidden rear panel           1  

With hidden rear panel           3  
DOUBLE FACE CLOCK             

Without hidden rear panel           2  
With hidden rear panel           4  

COLOUR OF BRACKET          
Standard: Black            0

On request: White            1

Standard case IP54 Case 
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BRACKETS FOR LEDI 12 
 

 
 
 
 
 
 
 
 
 

MODEL OF CLOCK  ITEM REF Dimensions (mm) 
    
      A B  
LEDI 12  3 8 0 300    

  
 

CEILING MOUNTED SUPPORT 
 

  ITEM CODE 
  ITEM REF      
  P      / 0    

SINGLE FACE            Ï Ï

without hidden rear panel            1  
DOUBLE FACE              

without hidden rear panel            2  
COLOUR OF BRACKET              

Standard: Black             0
On request: White             1

 
 

WALL MOUNTED SUPPORT 
 
 

  ITEM CODE 
  ITEM REF      
  M      / 0    

SINGLE FACE           Ï Ï

without hidden rear panel            1  
DOUBLE FACE             

Without hidden rear panel            2  
COLOUR OF BRACKET            

Standard: Black             0 
On request: White             1 
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CATALOGUE GT0005 
 

FILE N° 3/6.1  
LEDI DIGITAL CLOCKS 

 
Hour – Minute & Second displays 

 
 
 

 
LEDI CLOCKS  
 
� LEDI 1/S 
� LEDI 2.5/S 
� LEDI 1/60 
� LEDI 1/60/S 
� LEDI 1/60 Desk  
� LEDI 1/60/S Desk 
� LEDI 4/60 
� LEDI 6/60  
� LEDI 6/60/S 
� LEDI 6/S 
� LEDI 6/S Timer 
� LEDI 6/S Hospital 
� LEDI 6/S RACK 19’’ 
� LEDI 12/S   
� LEDI 12/60 
� LEDI 12/60/S   
� LEDI 20/60  

 
 

BRACKETS FOR SINGLE & DOUBLE FACE 
 

� LEDI 4/60, LEDI 6/60, LEDI 6/60/S, LEDI 6/S 
� LEDI 12/S 
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LEDI 1/S 
 

Hour, minute and second 7 segments LED display 
Format 12 H on request 
Number height: 14 mm.  
Legible up to 7 meters 
Manual adjust luminosity 
Independent and pulse version: The internal Ni-Mh battery provides over 2-day 

operation in the event of mains failure. 
Power supply 230VAC/50-60Hz. 6VA 
Operating temperature range: -20°C + 70°C 
Aluminium case. Flush mounting.  Dimensions: 180x44x141 mm 
Complies to EMC Directive 98/366 EEC including directive 93/68. EN 55024, EN 55022, EN 60950 
 

  ITEM CODE 
            

 3 1  6   /     
VERSION      Ï  Ï Ï Ï Ï

Independent: Radiosynchronisable quartz time base 3.6864 MHz      2      
Accuracy: +/- 0.1 sec/24h (between 20° to 30°C)            
Minute 24V/6mA reversed pulses receiver clock      3      

Second 24V/6mA reversed pulses receiver clock      6      
AFNOR NFS 87500/IRIG B time code receiver clock      8      

SMPTE-EBU time code receiver clock      7      
COLOUR OF LEDs            

Red        1    
Green        2    

CASE            
Standard: Flush mount. 1U. Width 182mm         1   

Chassis rack 19" 1U         2   
Desk model - 1U. Width 182mm         3   

POWER SUPPLY            
230 VAC/50-60Hz          0  
115 VAC/50-60Hz          1  

18 to 36 VDC          5  
127 VAC          6  
OPTION            

Radio synchronisation on DCF/Germany. Antenna + 4m of cable           D
Or: Radio synchronisation on TDF/France-Inter. Antenna + 4m of cable           F

Timer on Sub D connector: remote control with 2m of cable (Up/Down/intermediate time)           K
Time pip output, or contact relays for end of timer           E

ASCII OUTPUT RS232           A
Or: RS 232 ASCII Input           B 

Or:  ASCII OUTPUT RS422-485           R
Or: ASCII RS422-485 Input           Q

Electronic boards tropicalized           U
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LEDI 2.5/S 
 
 

LED 7 segment display. 
Hour, minute: 20 mm 
Second: 14 mm 
Legible up to 7mm 
Power supply 230 VAC/50-60Hz. 
Operating temperature range: -20°C to +70°C 
Aluminium case. Flush mount. Dimensions : 186 x 58 x 158 mm 

Complies with the Fire Reference Standard EN 60.950 and CEI 60.950 
 
 

  ITEM CODE 
            

 3  1  7   /  4
VERSION        Ï Ï Ï

AFNOR NFS 87500/IRIG B time code receiver       8   
ASCII RS 232 input       A   

 ASCII RS 422 input       R   
LED COLOUR           

Red        1  
Green        2  
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LEDI 1/60 
 

LED 7 segment display. Format 12 H on request. 
       Hour and minute 18 mm 
       Second: circle line of 60 LEDs. Ø 80 mm 
Legible up to 7 meters 
Manual adjust luminosity 
Independent and pulse version: The internal Ni-Mh battery provides over 2-day operation in the 
event of mains failure. 
External Power supply 230 VAC/50-60Hz. 18VA. Class 2 
Operating temperature range: -20°C to +70°C 
Gloss painted ultra-flat aluminium case. Wall mount surface 
Dimensions: 115 x 115 mm - Thickness 40 mm 

Complies to EMC Directive 98/366 EEC including directive 93/68. EN 55024, EN 55022, EN 60950. 
 
 
 

  ITEM CODE 
               

3 1 3   /        
VERSION      Ï  Ï  Ï  Ï Ï Ï

Independent: Radiosynchronisable quartz time base 3.6864 MHz     2         
Accuracy: +/- 0.1 sec/24h (between 20° to 30°C)               
Minute 24V/6mA reversed pulses receiver clock     3         

Second 24V/6mA reversed pulses receiver clock     6         
AFNOR NFS 87500/IRIG B time code receiver clock     8         

SMPTE-EBU time code receiver clock     7         
COLOUR OF LEDs               

Red       1       
Green       2       

CASE               
Standard: Wall mounting surface         1     

Flush mountable  (160x135,5 Thickness 33mm) - Colourless Anodised front         3     
IP 54 watertight. With antitheft device. Dimensions: 195x195x125 mm         7     

Flush mountable with set buttons on front face- Colourless Anodised front         E     
Flush mountable 19" 3U- Colourless Anodised front         6     

COLOUR OF CASE               
Standard: BLACK RAL 9005, or Colourless Anodised front           0   

White RAL 9016           1   
Golden Anodised colour 3           2   

Blue RAL 5013           3   
Yellow RAL 1018           4   
Green RAL 6029           5   

Garnet Red RAL 3004           6   
Grey RAL 7042           7   

POWER SUPPLY               
Standard: 230 VAC/50-60Hz            0  

115 VAC/50-60Hz            1  
9 VDC (Jack plug)            3  

18-36 VDC            5  
OPTION               

Radio synchronisation on DCF/Germany. Antenna + 4m of cable             D
Or: Radio synchronisation on TDF/France-Inter. Antenna + 4m of cable             F
Timer on Sub D connector: remote control with 2m of cable (Up/Down/intermediate time)             K

ASCII OUTPUT RS232             A
Or: RS 232 ASCII Input             B

Or:  ASCII OUTPUT RS422-485             R
Or: ASCII RS422-485 Input             Q

Electronic boards tropicalized             U
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LEDI 1/60/S 
 

LED 7 segment display. Format 12 H on request 
     Hour and minute: 18 mm. 
     Second: circle line of 60 LEDs. Ø 80 mm.  
     Second: 2 digits 8 mm.  
Legible up to 5 meters 
Manual adjust luminosity 
Independent and pulse version: The internal Ni-Mh battery provides over 2-day operation in the event 
of mains failure. 
Power supply 230 VAC/50-60Hz. 18VA. Class 2 
Operating temperature range: -20°C to +70°C 
Gloss painted ultra-flat aluminium case. Wall mount surface 

Dimensions: 115 x 115mm - Thickness 40 mm 
Complies to EMC Directive 98/366 EEC including directive 93/68. EN 55024, EN 55022, EN 60950 
 

 

  ITEM CODE 
              

 3 1 5   /       
VERSION      Ï  Ï  Ï Ï Ï Ï

Independent: Radiosynchronisable quartz time base 3.6864 MHz     2        
Accuracy: +/- 0.1 sec/24h (between 20° to 30°C)              
Minute 24V/6mA reversed pulses receiver clock     3        

Second 24V/6mA reversed pulses receiver clock     6        
AFNOR NFS 87500/IRIG B time code receiver clock     8        

SMPTE-EBU time code receiver clock     7        
COLOUR OF LEDs              

Red       1      
Green       2      

CASE              
Standard: Wall mounting surface         1    

Flush mountable (160x135,5 Thickness 33mm)-Colourless Anodised front         3    
IP 54 watertight. With antitheft device. Dimensions: 195x195x125 mm         7    

Flush mountable with set buttons on front face- Colourless Anodised front         E    
Flush mountable 19" 3U - Colourless Anodised front         6    

COLOUR OF CASE              
Standard: BLACK RAL 9005- or Colourless Anodised front          0   

White RAL 9016          1   
Golden Anodised colour 3          2   

Blue RAL 5013          3   
Yellow RAL 1018          4   
Green RAL 6029          5   

Garnet Red RAL 3004          6   
Grey RAL 7042          7   

POWER SUPPLY              
Standard: 230 VAC/50-60Hz           0  

115 VAC/50-60Hz           1  
9 VDC (Jack plug)           3  

18-36 VDC           5  
OPTION              

Radio synchronisation on DCF/Germany. Antenna + 4m of cable            D
Or: Radio synchronisation on TDF/France-Inter. Antenna + 4m of cable            F

Timer on Sub D connector : remote control with 2m of cable 
(Up/Down/intermediate time)            K

ASCII OUTPUT RS232            A
Or: RS 232 ASCII Input            B

Or:  ASCII OUTPUT RS422-485            R
Or: ASCII RS422-485 Input            Q

Electronic boards tropicalized            U
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LEDI 1/60 DESK PIVOTING CASE  
 

Clock for silent environment, specialy design for TV/RADIO studios.  
Hour, minute and second 7 segments LED display. 
Format 12 H on request 
Number height: Hour and minute 18 mm. 
Second: circle line of 60 LEDs. Ø 80 mm. 
Manual adjust luminosity 
Legible up to 7 meters 
Independent and pulse version: The Ni-Mh battery provides over 2-day operation in the 
event of mains failure. 
Power supply 230VAC/50-60Hz. 18VA 
Operating temperature range: -20°C + 70°C 
Anodised aluminium case with pivoting support to put or fix on table. 
Dimensions: 130x145x190 mm  
Complies to EMC Directive 98/366 EEC including directive 93/68. EN 55024, EN 
55022, EN 60950 

 
  ITEM CODE 
               

 3 1 2  0 /        
CASE        Ï  Ï  Ï Ï Ï

Single face – Desk version       1       
Double face  - Desk version       2       

VERSION               
Independent: Radiosynchronisable quartz time base 3.6864 MHz         2     

Accuracy: +/- 0.1 sec/24h (between 20° to 30°C)              
Minute 24V/6mA reversed pulses receiver clock         3     

Second 24V/6mA reversed pulses receiver clock         6     
AFNOR NFS 87500/IRIG B time code receiver clock         8     

SMPTE-EBU time code receiver clock         7     
COLOUR OF LEDs               

Red           1   
Green           2   

POWER SUPPLY               
Standard: 230 VAC/50-60Hz            0  

115 VAC/50-60Hz            1  
OPTION               

Radio synchronisation on DCF/Germany. Antenna + 4m of cable             D
Or: Radio synchronisation on TDF/France-Inter. Antenna + 4m of cable             F

Timer on Sub D connector : remote control with 2m of cable 
(Up/Down/intermediate time)             K

ASCII OUTPUT RS232             A
Or: RS 232 ASCII Input             B 

Or:  ASCII OUTPUT RS422-485             R
Or: ASCII RS422-485 Input             Q

Electronic boards tropicalized             U
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DESK PIVOTING CASE LEDI 1/60/S 
 

Clock for silent environment, specialy design for TV/RADIO studios.  
Hour, minute and second 7 segments LED display. 
Format 12 H on request 
Number height: Hour and minute 18 mm, second: 8mm 
Second: circle line of 60 LEDs. Ø 80 mm. 
Manual adjust luminosity 
Legible up to 7 meters 
Independent and pulse version: The internal Ni-Mh battery provides over 2-day operation 
in the event of mains failure. 
Power supply 230VAC/50-60Hz. 18VA 
Operating temperature range: -20°C + 70°C 
Anodised aluminium case with pivoting support to put or fix on table. 
Dimensions: 130x145x190 mm  
Complies to EMC Directive 98/366 EEC including directive 93/68. EN 55024, EN 55022, 
EN 60950 

 
 

  ITEM CODE 
               

 3 1 2  6 /        
CASE        Ï  Ï  Ï Ï Ï

Single face – Desk version       1       
Double face  - Desk version       2       

VERSION               
Independent: Radiosynchronisable quartz time base 3.6864 MHz         2     

Accuracy: +/- 0.1 sec/24h (between 20° to 30°C)              
Minute 24V/6mA reversed pulses receiver clock         3     

Second 24V/6mA reversed pulses receiver clock         6     
AFNOR NFS 87500/IRIG B time code receiver clock         8     

SMPTE-EBU time code receiver clock         7     
COLOUR OF LEDs               

Red           1   
Green           2   

POWER SUPPLY               
Standard: 230 VAC/50-60Hz            0  

115 VAC/50-60Hz            1  
OPTION               

Radio synchronisation on DCF/Germany. Antenna + 4m of cable             D
Or: Radio synchronisation on TDF/France-Inter. Antenna + 4m of cable             F

Timer: remote control with 2m of cable (Up/Down/intermediate time)             C
ASCII OUTPUT RS232             A
Or: RS 232 ASCII Input             B 

Or:  ASCII OUTPUT RS422-485             R
Or: ASCII RS422-485 Input             Q

Electronic boards tropicalized             U
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LEDI 4/60 
 

LED 7 segment display. Format 12 H on request. 
    Hour and minute 50 mm  
    Second: circle line of 60 LEDs. Ø 180 mm.  
Legible up to 20 meters.  Manual or automatic adjust luminosity 
Independent and pulse version: The internal Ni-Mh battery provides over 2 days operation in the event of 
mains failure. 
Power supply 230 VAC/50-60Hz. 18VA 
Operating temperature range: -20°C to +70°C 
Gloss painted ultra-flat aluminium case. Wall mount surface. Dimensions: 220 x 220 mm 

Complies to EMC Directive 98/366 EEC including directive 93/68. EN 55024, EN 55022, EN 60950 
 

  ITEM CODE 
               

 3 4 3  /          
VERSION     Ï  Ï  Ï  Ï  Ï Ï Ï

Independent: Radio synchronisation quartz time base 3.6864 MHz    2           
Accuracy +/- 0.1 sec/24 h (between 20° to 30°C)                
Minute 24V/6mA reversed pulses receiver clock    3           

Second 24V/6mA reversed pulses receiver clock    6           
AFNOR NFS 87500/IRIG B time code receiver clock    8           

SMPTE-EBU time code receiver clock    7           
COLOUR OF LEDs                

Red      1         
Green      2         
Yellow      3         

Amber. High luminosity for outdoor use      6         
4-Colour: Cool hour      7         

2-Colour: 172 Yellow lamps. 14 Blue lamps (external circle line)      Z         
Other colour on request      w         

CASE                
Standard: Wall mounting surface        1       

Flush mountable case with adhesive support        2       
Complete flush case with internal metal support        3       
IP54 watertight. Dimensions: 300x300x125 mm        7       

COLOUR OF CASE                
Standard: BLACK RAL 9005          0     

White RAL 9016          1     
Golden Anodised colour 3          2     

Blue RAL 5013          3     
Yellow RAL 1018          4     
Green RAL 6029          5     

Garnet Red RAL 3004          6     
Grey RAL 7042          7     

ALTUGLASS FRONT FACE                
Standard            S   

No reflective            A   
POWER SUPPLY                

Standard: 230 VAC/50-60Hz             0  
115 VAC/50-60Hz             1  
48 VAC/50-60Hz             2  

24 VAC/50-60 Hz             4  
OPTION                

Radio synchronisation on DCF/Germany. Antenna + 4m of cable              D
Or:  Radio synchronisation on TDF/France-Inter. Antenna + 4m of cable              F

Timer: remote control with 2m of cable (Up/Down/intermediate time)              C
 Or: timer on SUB D connector              K

Or: timer with watertight remote control case              P
Temperature displayed alternatively. Probe + 5m of cable:              T

Time pip output, or contact relays for end of timer              E
ASCII OUTPUT RS232              A
Or: RS 232 ASCII Input              B 

Or: ASCII RS 422-485 OUTPUT              R
Or: ASCII RS 422-485 Input              Q

DCF Meinberg / HOPF receiver clock              M
Electronic boards tropicalized              U
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LEDI 6/60 
 

LED 7 segment display. Format 12 H on request. 
    Hour and minute 70 mm, Second: circle line of 60 LEDs. Ø 290 mm. 
Legible up to 30 meters. Manual or automatic adjust luminosity 
Independent and pulse version: The internal Ni-Mh battery provides over 2-day operation in the event of mains 
failure. Power supply 230 VAC/50-60Hz. 18VA. Class 2 
Operating temperature range: -20°C to +70°C 
Gloss painted ultra-flat aluminium case. Wall mount surface. Dimensions: 365 x 365 mm 
Complies to EMC Directive 98/366 EEC including directive 93/68. EN 55024, EN 55022, EN 60950 

 
  ITEM CODE 
                

 3 6 3  /          
VERSION     Ï  Ï    Ï  Ï Ï Ï

Independent: Radiosynchronisable quartz time base 3.6864 MHz    2           
Accuracy  +/- 0.1 sec/24 h (between 20° to 30°C)                

Minute 24V/6mA reversed pulses receiver clock    3           
Second 24V/6mA reversed pulses receiver clock    6           

AFNOR NFS 87500/IRIG B time code receiver clock    8           
SMPTE-EBU time code receiver clock    7           

COLOUR OF LEDs                
Red      1         

Green      2         
Yellow      3         

Red. High luminosity for outdoor use      4         
Blue (fit with power supply option 7)      5         

Amber. High luminosity for outdoor use      6         
2-Colour: 172 Yellow lamps and 14 Blue lamps (external circle)      Z         

4-COLOUR: Cool hour      7         
Other colour on request      w         

CASE                
Standard: Wall mounting surface        1       

Flush mountable case with adhesive support        2       
Complete flush case with internal metal support        3       
IP54 watertight. Dimensions: 422x422x125 mm        7       

COLOUR OF CASE                
Standard: BLACK RAL 9005          0     

White RAL 9016          1     
Golden Anodised colour 3          2     

Blue RAL 5013          3     
Yellow RAL 1018          4     
Green RAL 6029          5     

Garnet Red RAL 3004          6     
Grey RAL 7042          7     

ALTUGLASS FRONT FACE               
Standard            S   

No reflective            A   
POWER SUPPLY                

Standard: 230 VAC/50-60Hz             0  
115 VAC/50-60Hz             1  
48 VAC/50-60Hz             2  
24 VAC/50-60Hz             4  

18 to 72 VDC             9  
230 VAC/50-60Hz for blue LED lamps option             7  

OPTION                
Radio synchronisation on DCF/Germany. Antenna + 4m of cable              D

Or: Radio synchronisation on TDF/France Inter. Antenna + 4m of cable              F
Timer: remote control with 2m of cable (Up/Down/intermediate time)              C

 Or: timer on SUB D connector              K
Or: timer with watertight remote control case              P

Temperature displayed alternatively. Probe +5m of cable              T
Time pip output, or contact relays for end of timer              E

Or: 4 BEEP audio outputs. 1000Hz frequency              H
ASCII RS 232 OUTPUT              A
Or: ASCII RS 232 Input              B 

Or: ASCII RS 422-485 OUTPUT              R
Or: ASCII RS 422-485 Input              Q

DCF Meinberg / HOPF receiver clock              M
Electronic boards tropicalized              U
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LEDI 6/60/S 
 

LED 7 segment display. Format 12 H on request 
     Hour and minute 70 mm, Second: 50mm. 
     Second: circle line of 60 LEDs. Diameter 290 mm. 
Legible up to 25 meters. 
Manual or automatic adjust luminosity 
Independent and pulse version: The internal Ni-Mh battery provides over 2-day operation in the event of 
mains failure. 
Power supply 230VAC/50-60Hz. 18VA. Class 2 
Operating temperature range: -20°C to +70°C 
Gloss painted ultra-flat aluminium case. Wall mount surface. Dimensions: 365 x 365 mm  
Complies to EMC Directive 98/366 EEC including directive 93/68. EN 55024, EN 55022, EN 60950 

 
  ITEM CODE 
              

 3 6 5  /         
VERSION     Ï  Ï  Ï  Ï Ï Ï Ï

Independent: Radiosynchronisable quartz time base 3.6864 MHz     2          
Accuracy  +/- 0.1 sec/24 h (between 20° to 30°C)               

Minute 24V/6mA reversed pulses receiver clock     3          
Second 24V/6mA reversed pulses receiver clock     6          

AFNOR NFS 87500/IRIG B time code receiver clock     8          
SMPTE-EBU time code receiver clock     7          

COLOUR OF LEDS               
Red       1        

Green       2        
Yellow       3        

2-Colour: 214 Yellow lamps and 14 Blue lamps (external circle)       Z        
CASE               

Standard: Wall mounting surface         1      
Flush mountable case with adhesive support         2      

Complete flush case with internal metal support         3      
IP54 watertight. Dimensions: 422x422x125 mm         7      

COLOUR OF CASE               
Standard: BLACK RAL 9005           0    

White RAL 9016           1    
Golden Anodised colour 3           2    

Blue RAL 5013           3    
Yellow RAL 1018           4    
Green RAL 6029           5    

Garnet Red RAL 3004           6    
Grey RAL 7042           7    

ALTUGLASS FRONT FACE               
Standard            S   

No reflective            A   
POWER SUPPLY               

Standard: 230 VAC/50-60Hz             0  
115 VAC/50-60Hz             1  
48 VAC/50-60Hz             2  
24 VAC/50-60Hz             4  

18 to 72 VDC             9  
230 VAC/ 50-60Hz for Blue LED lamps option             7  

OPTION               
Radio synchronisation on DCF/Germany. Antenna + 4m of cable              D

Or:  Radio synchronisation on TDF/France Inter. Antenna + 4m of cable              F
Timer: remote control with 2m of cable (Up/Down/intermediate time)              C

 Or: timer on SUB D connector              K
Or: timer with watertight remote control case              P

Temperature displayed alternatively. Probe +5m of cable              T
Time pip output, or contact relays for end of timer              E

Or: 4 BEEP audio outputs. 1000Hz frequency              H
ASCII RS 232 OUTPUT              A
Or: ASCII RS 232 Input              B 

Or: ASCII RS 422-485 OUTPUT              R
Or: ASCII RS 422-485 Input              Q

DCF Meinberg / HOPF receiver clock              M
Electronic boards tropicalized              U
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LEDI 6/S 
 

LED 7 segment display.  Format 12 H on request. 
    Hour and minute: 70 mm, Second 50 mm.  
Legible up to 30 meters. Manual or automatic adjust luminosity 
Independent and pulse version: The internal Ni-Mh battery provides over 2-day 
operation in the event of mains failure.  
Power supply 230 VAC/50-60Hz. 6VA. Class 2 
Operating temperature range: -20°C to +70°C 

Gloss painted ultra-flat aluminium case. Wall mount surface.  Dimensions: 405 x 145 mm 
Complies to EMC Directive 98/366 EEC including directive 93/68. EN 55024, EN 55022, EN 60950 
 

  ITEM CODE 
              

 3 6 6  /         
VERSION     Ï  Ï  Ï  Ï Ï Ï Ï

Independent: Radiosynchronisable quartz time base 3.6864 MHz     2          
Accuracy: +/- 0.1 sec/24h (between 20° to 30°C)               
Minute 24V/6mA reversed pulses receiver clock     3          

Second 24V/6mA reversed pulses receiver clock     6          
AFNOR NFS 87500/IRIG B time code receiver clock     8          

SMPTE-EBU time code receiver clock     7          
COLOUR OF LEDs               

Red       1        
Green       2        
Yellow       3        

Blue (fit with power supply option 7)       5        
Red. High luminosity for outdoor use       4        

Amber. High luminosity for outdoor use       6        
Other colour on request       w        

CASE               
Standard: Wall mounting surface         1      

Flush mountable case with adhesive support         2      
Complete flush case with internal metal support         3      
IP54 watertight. Dimensions: 462x202x125 mm         7      

COLOUR OF CASE               
Standard: BLACK RAL 9005           0    

White RAL 9016           1    
Golden Anodised colour 3           2    

Blue RAL 5013           3    
Yellow RAL 1018           4    
Green RAL 6029           5    

Garnet Red RAL 3004           6    
Grey RAL 7042           7    

ALTUGLASS FRONT FACE               
Standard            S   

No reflective            A   
POWER SUPPLY               

Standard: 230 VAC/50-60Hz             0  
115 VAC/50-60Hz             1  
48 VAC/50-60Hz             2  

18 to 72VDC             5  
127 VAC             6  

230 VAC/50-60 Hz for Blue LED lamps option             7  
OPTION               

Radio synchronisation on DCF/Germany. Antenna + 4m of cable              D
Or: Radio synchronisation on TDF/France-Inter. Antenna + 4m of cable              F
Timer: remote control with 2m of cable (Up/Down/intermediate time)              C

 Or: timer on SUB D connector              K
Or: timer with watertight remote control case              P

Temperature displayed alternatively. Probe + 5m of cable              T
Time pip output, or contact relays for end of timer              E

Or: 4 BEEP audio outputs. 1000Hz frequency              H
ASCII OUTPUT RS232              A

Or:  RS 232 ASCII Input              B
Or: ASCII RS 422-485 OUTPUT              R

Or: ASCII RS 422-485 Input              Q
DCF Meinberg / HOPF receiver clock              M

Electronic boards tropicalized              U
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LEDI 6/S timer clock 
 

 
LED 7 segment display. Format 12 H on request. 
   Hour and minute: 70 mm, 
   Second 50 mm.  
Legible up to 30 meters 
Manual or automatic adjust luminosity 
Independent and pulse version: The internal Ni-Mh battery provides over 2-day 
operation in the event of mains failure 

Power supply 230 VAC/50-60Hz. 6VA. Class 2 
Operating temperature range: -20°C to +70°C 
Built-in timer allowing (Up/Down counting - intermediate time - reset at zero).   
TROPICALISED VERSION 
Gloss painted ultra-flat aluminium case. Wall mount surface. White coloured. Dimensions: 405 x 145 mm 
Complies to EMC Directive 98/366 EEC including directive 93/68. EN 55024, EN 55022, EN 60950. 

 
Standard wired Remote control case for timer supplied with 2m of cable  
 
 
 

 
cf. LEDI 6/S HOSPITAL MODEL for aggressive environment 
 

  ITEM CODE 
              

 3 7  0   /       
VERSION       Ï  Ï  Ï Ï Ï Ï

Independent: Radiosynchronisable quartz time base 3.6864 MHz      2        
Accuracy: +/- 0.1 sec/24h (between 20° to 30°C)               
Minute 24V/6mA reversed pulses receiver clock      3        

Second 24V/6mA reversed pulses receiver clock      6        
AFNOR NFS 87500/IRIG B time code receiver clock      8        

COLOUR OF LEDs               
Red        1      

Green        2      
Yellow        3      
CASE               

Standard: Wall mounting surface          1    
Flush mountable case with adhesive support          2    

Complete Flush mountable case with internal metal support          3    
COLOUR OF CASE               

White RAL 9016           1   
ALTUGLASS FRONT FACE               

Standard            S  
No reflective            A  

POWER SUPPLY               
Standard: 230 VAC/50-60Hz             0

115 VAC/50-60Hz             1
48 VAC/50-60Hz             2
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 LEDI 6/S HOSPITAL  
For surgical theater room  

 
LED 7 segment display. Format 12 H on request. 
     Hour and minute: 70 mm,  
     Second 50 mm 
Legible up to 30 meters 
Manual or automatic adjust luminosity 
Independent and pulse version: The Ni-Mh battery provides over 2 day operation in 
the event of mains failure. 

Power supply 230 VAC/50-60Hz. 6VA. Class 2. 
Operating temperature range: -20°C to +70°C 
Mineral protective glass.  Special watertight Stainless case, (IP 63) allowing using of anti-bacteries cleaning products.  
Built-in timer allowing (Up/Down counting- intermediate time - reset at zero).   
TROPICALISED VERSION 
Flush mountable case. Dimensions: 450 x 150 x 65 mm 
Complies to EMC Directive 98/366 EEC including directive 93/68. EN 55024, EN 55022, EN 60950 

 
 
Watertight wired Remote control case for timer supplied with 2m of cable 
 
 
 

  ITEM CODE 
              

 3 7 6   /   3  I   
VERSION     Ï  Ï  Ï  Ï Ï Ï

Independent: Radiosynchronisable quartz time base 3.6864 MHz    2         
Accuracy: +/- 0.1 sec/24h (between 20° to 30°C)              
Minute 24V/6mA reversed pulses receiver clock    3         

AFNOR NFS 87500/IRIG B time code receiver clock    8         
COLOUR OF LEDs              

Red      1       
Green      2       
Yellow      3       
CASE              

Complete Flush mountable case with internal metal support        3     
COLOUR OF CASE              

STAINLESS          I   
POWER SUPPLY             

Standard: 230 VAC/50-60Hz           0  
115 VAC/50-60Hz           1  
48 VAC/50-60Hz           2  

OPTION             
Radio synchronisation on DCF/Germany. Antenna + 4m of cable            D

Or: Radio synchronisation on TDF/France-Inter. Antenna + 4m of cable            F
Temperature displayed alternatively. Probe + 5m of cable            T

Time pip output, or contact relays for end of timer            E
Or: 4 BEEP audio outputs. 1000Hz frequency            H

ASCII OUTPUT RS232            A
Or: RS 232 ASCII Input            B 

Or: ASCII RS 422-485 OUTPUT            R
Or: ASCII RS 422-485 Input            Q
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LEDI 6/S 3U 
 
 

Red LED 7segment display  
        Hour and minute: 70 mm   
        Second: 50 mm.  
Legible up to 30 meters. Manual adjust luminosity 
Ni-Mh batteries providing over 2 day operation in the event of mains 
failure 
AFNOR NFS 87500 time code receiver clock 
Power supply 230 VAC/50-60Hz. 6VA, class 2.  
Operating temperature range :  -20 to +70°C.  
RACK 19” 3U. Dimensions : 482x132x265 mm 
Complies to EMC Directive 98/366 EEC including directive 93/68. EN 

55024, EN 55022, EN 60950 
 
 
 
 
 

  ITEM CODE 
              

VERSION              
AFNOR NFS87500 time code receiver clock  9 2 2 4         

 
 

 
 

LEDI FRAME 
 
 
 

Red LED 7 segment display. 
Hour, minute and second and N° of image 
Height figures: 70 mm 
Legible up to 30 meters. 
Manual or automatic adjust luminosity. 
Ni-Mh batteries providing over 2 day operation in the event of 

mains failure 
SMPTE-EBU time code receiver clock 
Power supply 230 VAC/50-60Hz. 6VA, class 2.  
Operating temperature range :  -20 to +70°C.  
Gloss painted ultra-flat aluminium case. Black colour, wall mount surface. Dimensions : 568 x 135 x 67 mm. 
Complies to EMC Directive 98/366 EEC including directive 93/68. EN 55024, EN 55022, EN 60950 

 
 

  ITEM CODE 
              

VERSION              
SMPTE-EBU Time code receiver clock (LTC format)  9 1 7 1         
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LEDI 12/S 
 
Indoor and outdoor mounting. 
LED 7 segment display. Double line per segment 
Format : 12 H on request. 
    Hour and minute:  120 mm 
    Second: 100 mm 
Legible up to 50 meters. Manual or automatic adjust luminosity 
Independent and pulse version: The internal Ni-Mh battery provides over 2-day 
operation in the event of mains failure.  

Power supply 230 VAC/50-60Hz. 30VA. Class 1 
Operating temperature range: -20°C to +70°C 
Mains protection filter against short circuit and local interferences 
Gloss painted aluminium case. Black colour. Wall mount surface. Dimensions: 780 x 300 x 125 mm 
Complies to EMC Directive 98/366 EEC including directive 93/68. EN 55024, EN 55022, EN 60950. 

 

 

  ITEM CODE 
               

 3 8 6  /          
VERSION     Ï  Ï  Ï  Ï  Ï Ï Ï

Independent: Radiosynchronisable quartz time base 3.6864 MHz     2           
Accuracy +/- 0.1 sec/24h (between 20° to 30°C)                
Minute 6mA/24V reversed pulsed receiver clock     3           

Second 6mA/24V reversed pulsed receiver clock     6           
AFNOR NFS 87500/IRIG B time code receiver clock     8           

SMPTE-EBU time code receiver clock     7           
INDOOR USE - COLOUR OF LEDs                

Red       1         
Green       2         
Yellow       3         

Other colour on request only       w         
OUTDOOR USE - COLOUR OF LEDs               

Red. High luminosity       4         
Amber. High luminosity       6         

CASE                
Standard: Wall mounting surface         1       

IP54 Watertight. For outdoor use. Wall mounting surface        7       
COLOUR OF CASE                

Standard: Black RAL 9005           0     
Grey RAL 7011           9     
Blue RAL 5017           3     

Other colour (1,2,4 to 7) available on request only                
ALTUGLASS FRONT FACE                

Standard             S   
No reflective A   

POWER SUPPLY                
Standard: 230 VAC/50-60Hz              0  

115 VAC/50-60Hz              1  
48 VAC/50-60Hz              2  

127 VAC/50-60Hz              6  
OPTION                

Radio synchronisation on DCF/Germany. Antenna + 4m of cable               D
Or: Radio synchronisation on TDF/France Inter. Antenna + 4m of cable               F
Timer: remote control with 2m of cable (Up/Down/intermediate time)               C

Or Timer with watertight remote control case with 4m of cable               P
Time pip output, or contact relays for end of timer               E

Temperature displayed alternatively. Probe + 5m of cable               T
 ASCII RS 232 OUTPUT               A
 Or: ASCII RS 232 Input               B 

 Or: ASCII RS 422-485 OUTPUT               R
 Or: ASCII RS 422-485 Input               Q

Electronic boards tropicalized               U
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LEDI 12/60 
 

Indoor and outdoor mounting.  
LED 7 segment display. Format 12 H on request. 
Hour and minute: 120 mm, double line per segment 
Second: circle line, Ø 490 mm. 
Legible up to 50 meters.  
Manual or automatic adjust luminosity 
Independent and pulse version: The internal Ni-Mh battery  
Provides over 2-day operation in the event of mains  failure. 
Power supply 230VAC/50-60Hz. 100VA. Class 1 
operating temperature range: -20°C to +70°C 
Mains protection filter against short circuit and local interferences 
SQUARE CASE: IP54 Gloss painted aluminium case. Black colour.  

Dimensions : 665 x 665 x 150 mm 
ROUND CASE: IP54 POLYURETHAN. Black colour. Ø 700mm 

 

  ITEM CODE 
              

 3 8 3  /         
VERSION     Ï  Ï  Ï  Ï Ï Ï Ï

Independent: Radiosynchronisable quartz time base 3.6864 MHz     2          
Accuracy +/- 0.1 sec/24h (between 20° to 30°C)               
Minute 6mA/24V reversed pulsed receiver clock     3          

Second 6mA/24V reversed pulsed receiver clock     6          
AFNOR NFS 87500/IRIG B time code receiver clock     8          

INDOOR USE - COLOUR OF LEDs               
Red       1        

Green       2        
Yellow       3        

Other colour on request only       w        
OUTDOOR USE - COLOUR OF LEDs               

Red. High luminosity       4        
Amber. High luminosity       6        

2-Colour
Yellow lamps: hour-minute-second, second circle line  

Blue lamps: external 5th second line + 2 dots between HH:MM 
(fit with power supply option 7)

 
 
 

 
     

Z 

  

     

CASE               
Square case version. Wall mounting surface         7      

Ø 700 mm Round case version.
 Available in black colour only. Wall mounting surface

        8      

COLOUR OF CASE               
Standard: Black RAL 9005           0    

Square case only - Grey colour RAL 7011           9    
Square case only - Blue colour RAL 5017           3    

Square case: other colour (1,2,4 to 7) available on request           0    
ALTUGLASS FRONT FACE               

Standard            S   
No reflective            A   

POWER SUPPLY               
Standard: 230 VAC/50-60Hz             0  

115 VAC/50-60Hz             1  
230VAC (for 2 Colour LEDs lamps version)             7  

OPTION               
Radio synchronisation on DCF/Germany. Antenna + 4m of cable              D

Or: Radio synchronisation on TDF/France Inter. Antenna + 4m of cable              F
Timer: remote control with 2m of cable (Up/Down/intermediate time)              C

Or Timer with watertight remote control case with 4m of cable              P
Time pip output, or contact relays for end of timer              E

Temperature displayed alternatively. Probe + 5m of cable              T
 ASCII RS 232 OUTPUT              A
 Or: ASCII RS 232 Input              B 

 OR: ASCII RS 422-485 OUTPUT              R
 Or: ASCII RS 422-485 Input              Q

Electronic boards tropicalized              U
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 LEDI 12/60/S 
 

 Indoor and outdoor mounting. 
LED 7 segment display. Double line per segment. 
Format 12 H on request. 
    Hour and minute 120 mm,   Second: 100mm 
    Second: circle line, Ø 490 mm 
Legible up to 50 meters.  
Manual or automatic adjust luminosity 
Working temperature: -20°C to +70°C 
Independent and pulse version:  
The internal Ni-Mh battery provides over 2-day operation in 
the event of mains failure. 
Power supply 230VAC/50-60Hz. 100VA. Class 1 

Mains protection filter against short circuit and local interferences 
SQUARE CASE: IP54 Gloss painted aluminium case. Black colour. Dimensions : 665 x 665 x 150 mm 
ROUND CASE: IP54 POLYURETHAN. Black colour. Ø  700mm 
Complies to EMC Directive 98/366 EEC including directive 93/68. EN 55024, EN 55022, EN 60950 

 
  ITEM CODE 
               

 3 8 5  /         
VERSION     Ï  Ï  Ï  Ï Ï Ï Ï

Independent: Radiosynchronisable quartz time base 3.6864 MHz    2          
Accuracy +/- 0.1 sec/24h (between 20° to 30°C)               
Minute 6mA/24V reversed pulsed receiver clock    3          

Second 6mA/24V reversed pulsed receiver clock    6          
AFNOR NFS 87500/IRIG B time code receiver clock    8          

INDOOR USE - COLOUR OF LEDs               
Red      1        

Green      2        
Yellow      3        

Other colour on request only      w        
OUTDOOR USE - COLOUR OF LEDs               

Red. High luminosity      4        
Amber. High luminosity      6        

2-Colour: Yellow lamps: hour-minute-second, second circle line  
Blue lamps: external 5th second line + 2 dots between HH:MM (fit with 

power supply option 7)
     

Z 

  
     

CASE               
Square case version. Wall mounting surface        7      

Ø 700 mm Round case version.
 Available in black colour only. Wall mounting surface        8      

COLOUR OF CASE               
Standard: Black RAL 9005          0    

Square case only - Grey colour RAL 7011          9    
Square case only - Blue colour RAL 5017          3    

Square case: other colour (1,2,4 to 7) available on request          0    
ALTUGLASS FRONT FACE               

Standard           S   
No reflective           A   

POWER SUPPLY               
Standard: 230 VAC/50-60Hz            0  

115 VAC/50-60Hz            1  
230 VAC (for 2 Colour LEDs lamps version)            7  

OPTION               
Radio synchronisation on DCF/Germany. Antenna + 4m of cable             D

Or: Radio synchronisation on TDF/France Inter. Antenna + 4m of cable             F
Timer: remote control with 2m of cable (Up/Down/intermediate time)             C

Or Timer with watertight remote control case with 4m of cable             P
Time pip output, or contact relays for end of timer             E

Temperature displayed alternatively. Probe + 5 m of cable             T
 ASCII RS 232 OUTPUT             A
 Or: ASCII RS 232 Input             B 

 OR: ASCII RS 422-485 OUTPUT             R
 Or: ASCII RS 422-485 Input             Q

Electronic boards tropicalized             U
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LEDI 20/60 
 

Indoor and outdoor mounting. 
LED 7 segment display. 5 LEDs per point. 
Format 12 H on request. 
    Hour and minute 250mm 
    Second: circle line, Ø 900 mm 
No reflective altuglas 
Legible up to 100 meters 
Automatic adjust luminosity 
Lithium battery ensuring memorisation for more than 10 years. 
Power supply 230VAC/50-60Hz. 100VA. Class 1 
Operating temperature range: -20°C to +70°C 
Mains protection filter against short circuit and local interferences.  
IP54 Gloss painted aluminium case. Black colour.  Wall mount surface 
Dimensions : 1110 x 1110 x 150 mm 
Complies to EMC Directive 98/366 EEC including directive 93/68. EN 55024, EN 55022, EN 
60950. 

 
 

 

  ITEM CODE 
              

 3 2 3   /       
VERSION      Ï  Ï  Ï Ï Ï Ï

Independent: Radiosynchronisable quartz time base 3.6864 MHz      2        
Accuracy +/- 0.1 sec/24 h (between 20° to 30°C)              

AFNOR NFS 87500/IRIG B time code receiver clock      8        
INDOOR USE – COLOUR OF LEDs              

Red        1      
Green        2      
Yellow        3      

Other colour        w      
OUTDOOR USE – COLOUR OF LEDs              

Red. High luminosity        4      
Amber. High luminosity        6      

CASE             
IP54 Watertight. For outdoor use. Wall mounting surface          7    

COLOUR OF CASE              
Standard: Black RAL 9005           0   

Grey RAL 7011           9   
Blue RAL 5017           3   

Other colour (1 to 7) available on request              
POWER SUPPLY              

Standard: 230 VAC/50-60Hz            0  
115 VAC/50-60Hz            1  

OPTION              
Radio synchronisation on DCF/Germany. Antenna + 4m of cable             D

Or: Radio synchronisation on TDF/France Inter. Antenna + 4m of cable             F
Temperature displayed alternatively. Probe + 5m of cable             T

Watertight remote control set-time case with timer + 4m of cable             P
Or: Watertight remote control set-time case with timer on SUB D             K

ELECTRONICS BOARDS TROPICALIZED             U
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BRACKETS FOR LEDI CLOCKS 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

CEILING MOUNTED SUPPORT 
 

  ITEM CODE 
  ITEM REF       
  P    /      

FOR LEDI CASE     Ï  Ï  Ï
Standard        0     

IP54        1     
SINGLE FACE CLOCK            
Without hidden rear panel          1   

With hidden rear panel          3   
DOUBLE FACE CLOCK             

Without hidden rear panel          2   
With hidden rear panel          4   

COLOUR OF BRACKET         
Standard : black            0

On request: White            1
 
 

WALL MOUNTED SUPPORT 
 

  ITEM CODE 
   ITEM REF       
  M    /      

FOR LEDI CASE        Ï  Ï  Ï
Standard        0     

IP54        1     
SINGLE FACE CLOCK             
Without hidden rear panel          1   

With hidden rear panel          3   
DOUBLE FACE CLOCK             

Without hidden rear panel          2   
With hidden rear panel          4   

COLOUR OF BRACKET          
Standard: Black            0

On request: White            1
 

 
 
 
 
 
 

MODEL OF CLOCK  ITEM REF 
Dimensions 

(mm) Hidden rear panel 
  A B Standard IP54 
LEDI 4/60   3 4 4 150 367 No No 
LEDI 6/S   3 6 6 119 459 YES YES 
LEDI 6/60  3 6 3 94 459 YES No 
LEDI 6/60/S   3 6 5 94 439 YES No 

Standard case IP54 case 
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BRACKETS FOR LEDI 12/S 
 

 
 
 
 
 
 
 
 
 

MODEL OF CLOCK  ITEM REF Dimensions (mm) 
    
      A B  
LEDI 12/S   3 8 6 300    

  
 

CEILING MOUNTED SUPPORT 
 

  ITEM CODE 
  ITEM REF       
  P    / 0     

SINGLE FACE          Ï  Ï
without hidden rear panel          1   

DOUBLE FACE             
without hidden rear panel          2   

COLOUR OF BRACKET             
Standard: Black            0

On request: White            1
 

 
WALL MOUNTED SUPPORT 

 
 

  ITEM CODE 
  ITEM REF       
  M    / 0     

SINGLE FACE         Ï  Ï
without hidden rear panel          1   

DOUBLE FACE            
Without hidden rear panel          2   

COLOUR OF BRACKET           
Standard: Black            0 

On request: White            1 
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CATALOGUE GT0005 
 

FILE N° 4/6.1 
DIGITAL CLOCKS 

 
Calendar displays 

 
 
 

NUMERICAL DISPLAYS 
� LEDICA 
� LEDI DAY OF YEAR 

 
 

ALPHA NUMERICAL DISPLAYS 
� LEDICA 6/M 
� LEDICA 6/M/S 
� LEDICA ALPHA SQUARE CASE 
� LEDICA ALPHA RECTANGULAR CASE 
� LEDICA ALPHA/S RECTANGULAR 

 
 

ALPHA NUMERICAL DISPLAYS + 6/60  
� LEDICA 6/60 ALPHA 
� LEDICA 6/60/S ALPHA 
� LEDICA 6/60 M 

 
 

BRACKETS SINGLE & DOUBLE FACED CLOCK 
� FOR LEDICA SQUARE CASE 
� FOR LEDICA RECTANGULAR CASE 
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LEDICA CALENDAR CLOCK 
 

LED 7 segment display. Format 12 H on request. 
    Day of the month, Month, Hour and Minute:  70 mm 
Legible up to 30 meters 
Manual and automatic adjust luminosity 
Automatic resetting of the date at the end of odd months, including leap year 
Ni-Mh batteries providing over 2 day operation in the event of mains failure. 
Power supply 230VAC/50-60Hz. 10VA. Class 2 
Operating temperature range: -20°C to +70°C 
Gloss painted ultra-flat aluminium case. Wall mount surface. Dimensions: 365 x 365 mm 
Complies to EMC Directive 98/366 EEC including directive 93/68. EN 55024, EN 55022, EN 60950 
 

  ITEM CODE 
               

 3 0 1  /         
VERSION     Ï  Ï  Ï  Ï Ï Ï Ï

Independent: Radiosynchronisable quartz time base 3.6864 MHz     2          
Accuracy  +/- 0.1 sec/24 h (between 20° to 30°C)               

Minute 24V/6mA reversed pulses receiver clock     3          
AFNOR NFS 87500/IRIG B time code receiver clock     8          

SMPTE-EBU time code receiver clock     7          
COLOUR OF LEDs               

Red       1        
Green       2        
Yellow       3        
CASE              

Standard: Wall mounting surface           1    
Flush mountable case with adhesive support           2    

Complete flush mountable case with internal metal support           3    
IP54 watertight. Dimensions 425 x425x125 mm           7    

COLOUR OF CASE               
Standard: Black  RAL 9005            0   

White RAL 9016            1   
Golden Anodized colour  3            2   

Blue RAL 5013            3   
Yellow RAL 1018            4   
Green RAL 6029            5   

Garned red RAL 3004            6   
Grey RAL 7042            7   

ALTUGLAS FRONT FACE               
Standard             S  

No reflective             A  
POWER SUPPLY               

Standard: 230 VAC/50-60Hz             0  
115 VAC/50-60Hz             1  
48 VAC/50-60Hz             2  

18 - 72 VDC             9  
OPTION               

Radiosynchronisation on DCF/Germany. Antenna + 4m of cable              D
Or: Radiosynchronisation on TDF/France Inter. Antenna + 4m of cable              F

Timer: remote control with 2m of cable (Up/Down/intermediate time)              C
Or: timer on SUB D connector              K

Or: timer with watertight remote control case              P
Temperature displayed alternatively. Probe +5m of cable              T

Time pip output, or contact relays for end of timer              E
Or: 4 BEEP audio output. 1000Hz frequency              H

ASCII RS 232 OUTPUT              A
Or: ASCII RS 232 Input              B 

Or: ASCII RS 422-485 OUTPUT              R
Or: ASCII RS 422-485 Input              Q

DCF Meinberg / HOPF receiver clock              M
Electronic boards tropicalized              U
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 LEDI COUNT /DAY OF YEAR  
 

LED 7 segment display. Format 12 H on request. 
    Day of year, or DAY count event  
    Hour and Minute:  70 mm 
Legible up to 30 meters.  Manual or automatic adjust luminosity 
Automatic resetting of the date at the end of odd months, including leap year 
Ni-Mh batteries providing over 2 day operation in the event of mains failure. 
Power supply 230VAC/50-60Hz. 10VA. Class 2 
Operating temperature range: -20°C to +70°C 
Gloss painted ultra-flat aluminium case. Wall mount surface. Dimensions: 365 x 365 mm 
Complies to EMC Directive 98/366 EEC including directive 93/68. EN 55024, EN 55022, EN 60950 
 
 

  ITEM CODE 
               

 3 6 7  /          
VERSION     Ï  Ï  Ï  Ï  Ï Ï Ï

Independent: Radiosynchronisable quartz time base 3.6864 MHz     2           
Accuracy  +/- 0.1 sec/24 h (between 20° to 30°C)                

Minute 24V/6mA reversed pulses receiver clock     3           
AFNOR NFS 87500/IRIG B time code receiver clock     8           

SMPTE-EBU time code receiver clock     7           
COLOUR OF LEDS                

Red       1         
Green       2         
Yellow       3         
CASE                

Standard: Wall mounting surface           1     
Flush mountable case with adhesive support           2     

Complete flush mountable case with internal metal support           3     
IP54 watertight. Dimensions 425 x425x125 mm           7     

COLOUR OF CASE                
Standard: Black  RAL 9005             0   

White RAL 9016             1   
Golden Anodized colour  3             2   

Blue RAL 5013             3   
Yellow RAL 1018             4   
Green RAL 6029             5   

Garned red RAL 3004             6   
Grey RAL 7042             7   

ALTUGLAS FRONT FACE               
Standard              S  

No reflective              A  
POWER SUPPLY                

Standard: 230 VAC/50-60Hz              0  
115 VAC/50-60Hz              1  
48 VAC/50-60Hz              2  

18 - 72 VDC              9  
OPTION                

Radiosynchronisation on DCF/Germany. Antenna + 4m of cable               D
Or : Radiosynchronisation on TDF/France Inter. Antenna + 4m of cable               F

Timer: remote control with 2m of cable (Up/Down/intermediate time)               C
Or: timer on SUB D connector               K

Or: timer with watertight remote control case               P
Temperature displayed alternatively. Probe +5m of cable               T

Time pip output, or contact relays for end of timer               E
Or: 4 BEEP audio output. 1000Hz frequency               H

ASCII RS 232 OUTPUT               A
Or: ASCII RS 232 Input               B 

Or: ASCII RS 422-485 OUTPUT               R
Or: ASCII RS 422-485 Input               Q

DCF Meinberg / HOPF receiver clock               M
COUNT-DOWN DAYS EVENT               Y

Electronic boards tropicalized               U
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LEDICA 6/M CALENDAR 
 
LED 7 segment display. Format 12 H on request. 
    Hour -minute: numerical,  70 mm  
    Day: numerical, 50 mm 
    Month: Alphanumerical 4 characters (matrix 5x7), 50 mm 
Legible up to 25 meters. Manual or automatic adjust luminosity 

Automatic resetting of the date at the end of odd months, including leap year 
Ni-Mh batteries providing over 2 day operation in the event of mains failure. Power supply 230VAC/50-60Hz. 18VA.  
Operating temperature range: -20°C to +70°C 
Gloss painted ultra-flat aluminium case. Wall mount surface. Dimensions: 660 x 145 mm  
Complies to EMC Directive 98/366 EEC including directive 93/68. EN 55024, EN 55022, EN 60950 
 

  ITEM CODE 
              

 3 0 3  /         
VERSION     Ï  Ï  Ï  Ï Ï Ï Ï

Independent: Radiosynchronisable quartz time base 3.6864 MHz     2          
Accuracy  +/- 0.1 sec/24 h (between 20° to 30°C)               

Minute 24V/6mA reversed pulses receiver clock     3          
Second 24V/6mA reversed pulses receiver clock     6          

AFNOR NFS 87500/IRIG B time code receiver clock     8          
SMPTE-EBU time code receiver clock     7          

COLOUR OF LEDs               
Red       1        

Green       2        
Yellow       3        

Blue (fit with power supply option 7)       5        
Other colour on request       w        

2-Colour : Time Blue lamps. Calender Yellow (fit with power supply 7)       Y        
CASE              

Standard: Wall mounting surface           1    
Flush mountable case with adhesive support           2    

Complete flush mountable case with internal metal support           3    
COLOUR OF CASE               

Standard: Black  RAL 9005            0   
White RAL 9016            1   

Golden Anodized colour  3            2   
Blue RAL 5013            3   

Yellow RAL 1018            4   
Green RAL 6029            5   

Garned red RAL 3004            6   
Grey RAL 7042            7   

ALTUGLAS FRONT FACE               
Standard             S  

No reflective             A  
POWER SUPPLY               

Standard: 230 VAC/50-60Hz             0  
115 VAC/50-60Hz             1  
48 VAC/50-60Hz             2  
24 VAC/50-60Hz             4  

18 to 72 VDC             9  
230 VAC/50-60Hz for Blue LED lamps option             7  

OPTION               
Radiosynchronisation on DCF/Germany. Antenna + 4m of cable              D

Or: Radiosynchronisation on TDF/France Inter. Antenna + 4m of cable              F
Timer: remote control with 2m of cable (Up/Down/intermediate time)              C

 Or: timer on SUB D connector              K
Or: timer with watertight remote control case              P

Temperature displayed alternatively. Probe +5m of cable              T
Time pip output, or contact relays for end of timer              E

Or: 4 BEEP audio output. 1000Hz frequency              H
ASCII RS 232 OUTPUT              A
Or: ASCII RS 232 Input              B 

Or: ASCII RS 422-485 OUTPUT              R
Or: ASCII RS 422-485 Input              Q

DCF Meinberg / HOPF receiver clock              M
Electronic boards tropicalized              U



Gorgy Timing S.A  CATALOGUE GT0005 

CATALOGUE GT0005 – File n° 4/6.1  LEDICA Calendar clocks   63 
Subject to modifications without warning     

LEDICA 6/M/S CALENDAR 
 
LED 7 segment display . Format 12 H on request. 
    Day and second: numerical, 50 mm 
    Month: alphanumerical 4 characters (matrix 5x7): 50mm 
    Hour and minute: 70 mm.  
Legible up to 25 meters. Manual or automatic adjust luminosity. 

Automatic resetting of the date at the end of odd months, including leap year 
Ni-Mh batteries providing over 2 day operation in the event of mains failure.  Power supply 230VAC/50-60Hz. 18VA. Class2 
Operating temperature range: -20°C to +70°C 
Gloss painted ultra-flat aluminium case.  Wall mount surface. Dimensions: 735 x 145 mm  
Complies to EMC Directive 98/366 EEC including directive 93/68. EN 55024, EN 55022, EN 60950 
 

  ITEM CODE 
              

 3 0 4  /         
VERSION     Ï  Ï  Ï  Ï Ï Ï Ï

Independent: Radiosynchronisable quartz time base 3.6864 MHz     2          
Accuracy  +/- 0.1 sec/24 h (between 20° to 30°C)               

Minute 24V/6mA reversed pulses receiver clock     3          
Second 24V/6mA reversed pulses receiver clock     6          

AFNOR NFS 87500/IRIG B time code receiver clock     8          
SMPTE-EBU time code receiver clock     7          

COLOUR OF LEDs               
Red       1        

Green       2        
Yellow       3        

Other colour on request       w        
2-Colour: Time Blue lamps. Calendar Yellow (power supply 7)       Y        

CASE               
Standard: Wall mounting surface           1    

Flush mountable case with adhesive support           2    
Complete flush mountable case with internal metal support           3    

COLOUR OF CASE               
Standard: Black  RAL 9005            0   

White RAL 9016            1   
Golden Anodized colour  3            2   

Blue RAL 5013            3   
Yellow RAL 1018            4   
Green RAL 6029            5   

Garned red RAL 3004            6   
Grey RAL 7042            7   

ALTUGLAS FRONT FACE               
Standard             S  

No reflective             A  
POWER SUPPLY               

Standard: 230 VAC/50-60Hz             0  
115 VAC/50-60Hz             1  
48 VAC/50-60Hz             2  
24 VAC/50-60Hz             4  

18 to 72 VDC             9  
127 VAC/50-60Hz             6  

230 VAC/50-60Hz for Blue LED lamps option             7  
OPTION               

Radiosynchronisation on DCF/Germany. Antenna + 4m of cable              D
Or: Radiosynchronisation on TDF/France Inter. Antenna + 4m of cable              F

Timer: remote control with 2m of cable (Up/Down/intermediate time)              C
Or: timer on SUB D connector              K

Or: timer with watertight remote control case              P
Temperature displayed alternatively. Probe +5m of cable              T

Time pip output, or contact relays for end of timer              E
Or: 4 BEEP audio output. 1000Hz frequency              H

ASCII RS 232 OUTPUT              A
Or: ASCII RS 232 Input              B 

Or: ASCII RS 422-485 OUTPUT              R
Or: ASCII RS 422-485 Input              Q

DCF Meinberg / HOPF receiver clock              M
Electronic boards tropicalized              U
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  LEDICA ALPHA C.  CALENDAR  
 

    N° of day: numerical, 50 mm,     Hour and minute: numerical, 70 mm 
    Day and Month: alphanumerical, 50 mm 
Legible up to 25 meters.  Manual or automatic adjust luminosity 
Automatic resetting of the date at the end of odd months, including leap year 
Ni-Mh batteries providing over 2 day operation in the event of mains failure. 
Power supply 230VAC/50-60Hz. 20VA. Class 2 
Operating temperature range: -20°C to +70°C 
Gloss painted ultra-flat aluminium case. Wall mount surface. Dimensions: 365 x 365 mm 
Complies to EMC Directive 98/366 EEC including directive 93/68. EN 55024, EN 55022, EN 60950 
 

  ITEM CODE 
               

 3 0 6  /          
VERSION     Ï  Ï  Ï  Ï  Ï Ï Ï

Independent: Radiosynchronisable quartz time base 3.6864 MHz     2           
Accuracy  +/- 0.1 sec/24 h  (between 20° to 30°C)                

Minute 24V/6mA reversed pulses receiver clock     3           
Second 24V/6mA reversed pulses receiver clock     6           

AFNOR NFS 87500/IRIG B time code receiver clock     8           
SMPTE-EBU time code receiver clock     7           

COLOUR OF LEDs                
Red       1         

Green       2         
Yellow       3         

Red. High luminosity for outdoor use       4         
Amber. High luminosity for outdoor use       6         

Other colour on request       w         
CASE                

Standard: Wall mounting surface           1     
Flush mountable case with adhesive support           2     

Complete flush mountable case with internal metal support           3     
IP54 watertight. Dimensions :  425x425x125 mm           7     

COLOUR OF CASE                
Standard: Black  RAL 9005             0   

White RAL 9016             1   
Golden Anodized colour  3             2   

Blue RAL 5013             3   
Yellow RAL 1018             4   
Green RAL 6029             5   

Garned red RAL 3004             6   
Grey RAL 7042             7   

ALTUGLAS FRONT FACE                
standard              S  

No reflective              A  
POWER SUPPLY                

Standard: 230 VAC/50-60Hz              0  
115 VAC/50-60Hz              1  
48 VAC/50-60Hz              2  
24 VAC/50-60Hz              4  

18 to 72V DC              9  
127 VAC/50-60Hz              6  

230VAC/50-60Hz (in case of Blue lamps option)              7  
OPTION                

Radiosynchronisation on DCF/Germany. Antenna + 4m of cable               D
Or: Radiosynchronisation on TDF/France Inter. Antenna + 4m of cable               F

Timer: remote control with 2m of cable (Up/Down/intermediate time)               C
Or: timer on SUB D connector               K

Or: timer with watertight remote control case               P
Temperature displayed alternatively. Probe +5m of cable               T

Time pip output, or contact relays for end of timer               E
Or: 4 BEEP audio output. 1000Hz frequency               H

ASCII RS 232 OUTPUT               A
Or: ASCII RS 232 Input               B 

Or: ASCII RS 422-485 OUTPUT               R
Or: ASCII RS 422-485 Input               Q

DCF Meinberg / HOPF receiver clock               M
Electronic boards tropicalized               U
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 LEDICA ALPHA R. CALENDAR 
 

LED 7 segment display. Format 12 H on request 
    N° of day: numerical, 50 mm 
    Hour and minute: numerical, 70 mm 
    Day and Month: alphanumerical, 50 mm 
Legible up to 25 meters.  Manual or automatic adjust luminosity 

Automatic resetting of the date at the end of odd months, including leap year 
Ni-Mh batteries providing over 2 day operation in the event of mains failure. 
Power supply 230VAC/50-60Hz. 20VA. Class 2. Operating temperature range: -20°C to +70°C 
Gloss painted ultra-flat aluminium case.  Wall mount surface. Dimensions : 675 x 185 mm 
Complies to EMC Directive 98/366 EEC including directive 93/68. EN 55024, EN 55022, EN 60950 
 

  ITEM CODE 
                

 3 0 5  /          
VERSION     Ï  Ï  Ï  Ï  Ï Ï Ï

Independent: Radiosynchronisable quartz time base 3.6864 MHz    2           
Accuracy  +/- 0.1 sec/24 h  (between 20° to 30°C)                

Minute 24V/6mA reversed pulses receiver clock    3           
Second 24V/6mA reversed pulses receiver clock    6           

AFNOR NFS 87500/IRIG B time code receiver clock    8           
SMPTE-EBU time code receiver clock    7           

COLOUR OF LEDs                
Red      1         

Green      2         
Yellow      3         

Red. High luminosity for outdoor use      4         
Amber. High luminosity for outdoor use      6         

Other colour on request      w         
CASE               

Standard: Wall mounting surface          1     
Complete flush mountable case with internal metal support          3     

IP54 watertight. Dimensions 733x243x125 mm          7     
COLOUR OF CASE                

Standard: Black  RAL 9005            0   
White RAL 9016            1   

Golden Anodized colour  3            2   
Blue RAL 5013            3   

Yellow RAL 1018            4   
Green RAL 6029            5   

Garned red RAL 3004            6   
Grey RAL 7042            7   

ALTUGLAS FRONT FACE                
Standard             S  

No reflective             A  
POWER SUPPLY                

Standard: 230 VAC/50-60Hz             0  
115 VAC/50-60Hz             1  
48 VAC/50-60Hz             2  
24 VAC/50-60Hz             4  

18 to 72V DC             9  
127 VAC/50-60Hz             6  

230VAC/50-60Hz (in case of blue lamps option)             7  
OPTION                

Radiosynchronisation on DCF/Germany. Antenna + 4m of cable              D
Or: Radiosynchronisation on TDF/France Inter. Antenna + 4m of cable              F

Timer: remote control with 2m of cable (Up/Down/intermediate time)              C
Or: timer on SUB D connector              K

Or: timer with watertight remote control case              P
Temperature displayed alternatively. Probe +5m of cable              T

Time pip output, or contact relays for end of timer              E
Or: 4 BEEP audio output. 1000Hz frequency              H

ASCII RS 232 OUTPUT              A
Or: ASCII RS 232 Input              B 

Or: ASCII RS 422-485 OUTPUT              R
Or: ASCII RS 422-485 Input              Q

DCF Meinberg / HOPF receiver clock              M
Electronic boards tropicalized              U
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LEDICA ALPHA R./S CALENDAR  
 

LED 7 segment display. Format 12 H on request 
    N° of day: numerical, 50 mm 
    Day and Month: alphanumerical, 50 mm 
    Hour and minute: numerical, 70 mm,  Second: numerical, 50mm 
Legible up to 25 meters. Manual or automatic adjust luminosity 

Automatic resetting of the date at the end of odd months, including leap year 
Ni-Mh batteries providing over 2 day operation in the event of mains failure. 
Power supply 230VAC/50-60Hz. 20VA. Class 2.  Operating temperature range: -20°C to +70°C 
Gloss painted ultra-flat aluminium case. Wall mount surface. Dimensions : 750 x 185 mm 
Complies to EMC Directive 98/366 EEC including directive 93/68. EN 55024, EN 55022, EN 60950 
 

  ITEM CODE 
                

 3 0 0 3  /          
VERSION     Ï  Ï  Ï  Ï  Ï Ï Ï

Independent: Radiosynchronisable quartz time base  3.6864 MHz 
Accuracy +/- 0.1 sec/24 hours (between 20 & 30°C)

    2           

Minute 24V/6mA reversed pulses receiver clock     3           
Second 24V/6mA reversed pulses receiver clock     6           

AFNOR NFS 87500/IRIG B time code receiver clock     8           
SMPTE-EBU time code receiver clock     7           

COLOUR OF LEDs                
Red       1         

Green       2         
Yellow       3         

Red. High luminosity for outdoor use       4         
Amber. High luminosity for outdoor use       6         

Other colour on request       w         
CASE                

Standard: Wall mounting surface           1     
Complete flush mountable case with internal metal support           3     

IP54 watertight. Black colour. Dimensions 800x243x125 mm           7     
COLOUR OF CASE                

Standard: Black  RAL 9005             0   
White RAL 9016             1   

Golden Anodized colour  3             2   
Blue RAL 5013             3   

Yellow RAL 1018             4   
Green RAL 6029             5   

Garned red RAL 3004             6   
Grey RAL 7042             7   

ALTUGLAS FRONT FACE               
Standard              S  

No reflective              A  
POWER SUPPLY                

Standard: 230 VAC/50-60Hz              0  
115 VAC/50-60Hz              1  
48 VAC/50-60Hz              2  
24 VAC/50-60Hz              4  

 18 to 72V DC              9  
127 VAC/50-60Hz              6  

230 VAC/50-60Hz for blue LED lamps option              7  
OPTION                

Radiosynchronisation on DCF/Germany. Antenna + 4m of cable               D
Or: Radiosynchronisation on TDF/France Inter. Antenna + 4m of cable               F

Timer: remote control with 2m of cable (Up/Down/intermediate time)               C
Or: timer on SUB D connector               K

Or: timer with watertight remote control case               P
Temperature displayed alternatively. Probe +5m of cable               T

Time pip output, or contact relays for end of timer               E
Or: 4 BEEP audio output. 1000Hz frequency               H

ASCII RS 232 OUTPUT               A
Or: ASCII RS 232 Input               B 

Or: ASCII RS 422-485 OUTPUT               R
Or: ASCII RS 422-485 Input               Q

DCF Meinberg / HOPF receiver clock               M
Electronic boards tropicalized               U
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LEDICA 6/60 ALPHA CALENDAR 
 

LED 7 segment display. Format 12 H on request 
     Hour and minute 70 mm 
     Second: circle line of 60 LEDs. Diameter 290 mm. 
     N° of day: numerical, 50 mm 
     Day and Month: alphanumerical, 50 mm 
 Legible up to 25 meters. Manual or automatic adjust luminosity. 
 Automatic resetting of the date at the end of odd months, including leap year 
Ni-Mh batteries providing over 2 day operation in the event of mains failure. 
Power supply 230VAC/50-60Hz. 20VA. Class 2 
Operating temperature range: -20°C to +70°C 
Gloss painted ultra-flat aluminium case. Wall mount surface. Dimensions: 365 x 550 mm 
Complies to EMC Directive 98/366 EEC including directive 93/68. EN 55024, EN 55022, EN 60950 
 

  ITEM CODE 
               

 3 0 0 1  /          
VERSION     Ï  Ï  Ï  Ï  Ï Ï Ï

Independent: Radiosynchronisable quartz time base 3.6864 MHz     2           
Accuracy  +/- 0.1 sec/24 h  (between 20° to 30°C)                

Minute 24V/6mA reversed pulses receiver clock     3           
Second 24V/6mA reversed pulses receiver clock     6           

AFNOR NFS 87500/IRIG B time code receiver clock     8           
SMPTE-EBU time code receiver clock     7           

COLOUR OF LEDs                
Red       1         

Green       2         
Yellow       3         

6/60 with 172 Yellow lamps and 14 Blue lamps. Calendar in Yellow       Z         
Other colour on request       w         

Time Blue lamps. Calendar Yellow (fit with power supply 7)       Y         
CASE                

Standard: Wall mounting surface           1     
Complete flush case with internal support. Dim: 418x603 mm           3     

IP54 watertight.  Dimensions : 425x607x125 mm           7     
COLOUR OF CASE                

Standard: Black  RAL 9005             0   
White RAL 9016             1   

Golden Anodized colour  3             2   
Blue RAL 5013             3   

Yellow RAL 1018             4   
Green RAL 6029             5   

Garned red RAL 3004             6   
Grey RAL 7042             7   

ALTUGLAS FRONT FACE                
Standard              S  

No reflective              A  
POWER SUPPLY                

Standard: 230 VAC/50-60Hz              0  
115 VAC/50-60Hz              1  
48 VAC/50-60Hz              2  

230 VAC/50-60Hz for blue LED lamps option              7  
OPTION                

Radiosynchronisation on DCF/Germany. Antenna + 4m of cable               D
Or: Radiosynchronisation on TDF/France Inter. Antenna + 4m of cable               F

Timer: remote control with 2m of cable (Up/Down/intermediate time)               C
Or: timer on SUB D connector               K

Or: timer with watertight remote control case               P
Temperature displayed alternatively. Probe +5m of cable               T

Time pip output, or contact relays for end of timer               E
Or: 4 BEEP audio output. 1000Hz frequency               H

ASCII RS 232 OUTPUT               A
Or: ASCII RS 232 Input               B 

Or: ASCII RS 422-485 OUTPUT               R
Or: ASCII RS 422-485 Input               Q

DCF Meinberg / HOPF receiver clock               M
Electronic boards tropicalized               U
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LEDICA 6/60/S ALPHA CALENDAR 
 

LED 7 segment display. Format 12 H on request 
     Hour and minute 70 mm,    Second: 50 mm 
     Second: circle line of 60 LEDs. Ø 290 mm. 
     N° of day: numerical, 50 mm 
     Day and Month: alphanumerical, 50 mm 
 Legible up to 25 meters. Manual or automatic adjust luminosity 
 Automatic resetting of the date at the end of odd months, including leap year 
Ni-Mh batteries providing over 2 day operation in the event of mains failure. 
Power supply 230VAC/50-60Hz. 20VA. Class 2 
Operating temperature range: -20°C to +70°C 
Gloss painted ultra-flat aluminium case. Wall mount surface. Dimensions: 365 x 550 mm 
Complies to EMC Directive 98/366 EEC including directive 93/68. EN 55024, EN 55022, EN 60950 
 

  ITEM CODE 
             

 3  0   0    4  /         
VERSION    Ï  Ï  Ï  Ï Ï Ï Ï

Independent: Radiosynchronisable quartz time base  3.6864 MHz     2          
Accuracy  +/- 0.1 sec/24 h  (between 20° to 30°C)               

Minute 24V/6mA reversed pulses receiver clock     3          
Second 24V/6mA reversed pulses receiver clock     6          

AFNOR NFS 87500/IRIG B time code receiver clock     8          
SMPTE-EBU time code receiver clock     7          

COLOUR OF LEDs               
Red       1        

Green       2        
Yellow       3        

6/60 with 172 Yellow lamps and 14 Blue lamps. Calendar in Yellow       Z        
Other colour on request       w        

Time Blue lamps. Calendar Yellow (fit with power supply 7)       Y        
CASE               

Standard: Wall mounting surface           1    
Complete flush case with internal support. Dim: 418x603 mm           3    

IP54 watertight. Dimensions : 425x607x125 mm           7    
COLOUR OF CASE               

Standard: Black  RAL 9005            0   
White RAL 9016            1   

Golden Anodized colour  3            2   
Blue RAL 5013            3   

Yellow RAL 1018            4   
Green RAL 6029            5   

Garned red RAL 3004            6   
Grey RAL 7042            7   

ALTUGLAS FRONT FACE               
standard             S  

No reflective             A  
POWER SUPPLY               

Standard: 230 VAC/50-60Hz             0  
115 VAC/50-60Hz             1  
48 VAC/50-60Hz             2  

230 VAC/50-60Hz for Blue LED lamps option              7  
OPTION              

Radiosynchronisation on DCF/Germany. Antenna + 4m of cable              D
Or: Radiosynchronisation on TDF/France Inter. Antenna + 4m of cable              F
Timer: remote control with 2m of cable (Up/Down/intermediate time)              C

Or: timer on SUB D connector              K
Or: timer with watertight remote control case              P

Temperature displayed alternatively. Probe +5m of cable              T
Time pip output, or contact relays for end of timer              E

Or: 4 BEEP audio output. 1000Hz frequency              H
ASCII RS 232 OUTPUT              A
Or: ASCII RS 232 Input              B 

Or: ASCII RS 422-485 OUTPUT              R
Or: ASCII RS 422-485 Input              Q

DCF Meinberg / HOPF receiver clock              M
Electronic boards tropicalised              U
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LEDICA 6/60/M CALENDAR 
 

LED 7 segment display. Format 12 H on request 
     Hour and minute 70 mm 
     Second: circle line of 60 LEDs. Ø 290 mm. 
     N° of Day: 50mm 
     Month: alphanumerical (matrix 5x7), 50 mm 
Legible up to 25 meters. Manual or automatic adjust luminosity 
Automatic resetting of the date at the end of odd months, including leap year 
Working temperature: -20°C to +70°C 
Ni-Mh batteries providing over 2 day operation in the event of mains failure. 
Power supply 230VAC/50-60Hz. 20VA. Class 2 
Gloss painted ultra-flat aluminium case.  Wall mount surface. Dimensions : 365 x 493 mm 
Complies to EMC Directive 98/366 EEC including directive 93/68. EN 55024, EN 55022, EN 60950 
 

  ITEM CODE 
              

 3 0 0 2   /         
VERSION     Ï  Ï  Ï  Ï Ï Ï Ï

Independent: Radiosynchronisable quartz time base  3.6864 MHz     2          
Accuracy  +/- 0.1 sec/24 h  (between 20° to 30°C)               

Minute 24V/6mA reversed pulses receiver clock     3          
Second 24V/6mA reversed pulses receiver clock     6          

AFNOR NFS 87500/IRIG B time code receiver clock     8          
SMPTE-EBU time code receiver clock     7          

COLOUR OF LEDs               
Red       1        

Green       2        
Yellow       3        

6/60 with 172 Yellow lamps and 14 Blue lamps. Calendar in Yellow       Z        
Other colour on request       W        

Time Blue lamps. Calendar Yellow (fit with power supply 7)       Y        
CASE               

Standard: Wall mounting surface           1    
Complete flush case with internal metal support. Dim : 418x546 mm)           3    

IP54 watertight. Dimensions : 425x550x125 mm           7    
COLOUR OF CASE              

Standard: Black  RAL 9005            0   
White RAL 9016            1   

Golden Anodized colour  3            2   
Blue RAL 5013            3   

Yellow RAL 1018            4   
Green RAL 6029            5   

Garned red RAL 3004            6   
Grey RAL 7042            7   

ALTUGLAS FRONT FACE               
Standard             S  

No reflective             A  
POWER SUPPLY               

Standard: 230 VAC/50-60Hz             0  
115 VAC/50-60Hz             1  
48 VAC/50-60Hz             2  

230 VAC/50-60Hz for Blue LED lamps option             7  
OPTION               

Radiosynchronisation on DCF/Germany. Antenna + 4m of cable              D
Or: Radiosynchronisation on TDF/France Inter. Antenna + 4m of cable              F

Timer: remote control with 2m of cable (Up/Down/intermediate time)              C
Or: timer on SUB D connector              K

Or: timer with watertight remote control case              P
Temperature displayed alternatively. Probe +5m of cable              T

Time pip output, or contact relays for end of timer              E
Or: 4 BEEP audio output. 1000Hz frequency              H

ASCII RS 232 OUTPUT              A
Or: ASCII RS 232 Input              B 

Or: ASCII RS 422-485 OUTPUT              R
Or: ASCII RS 422-485 Input              Q

DCF Meinberg / HOPF receiver clock              M
Electronic boards tropicalized              U
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BRACKET SUPPORTS FOR LEDICA CLOCKS 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
CEILING MOUNTED SUPPORT 

 
  ITEM CODE 
  ITEM REF       
  P    /      

FOR LEDI CASE     Ï  Ï  Ï

Standard        0     
IP54        1     

SINGLE FACE CLOCK            
Without hidden rear panel          1   

With hidden rear panel          3   
DOUBLE FACE CLOCK             

Without hidden rear panel          2   
With hidden rear panel          4   

COLOUR OF BRACKET         
Standard : black            0

On request: White            1
 
 

WALL MOUNTED SUPPORT 
 

  ITEM CODE 
   ITEM REF       
  M    /      

FOR LEDI CASE        Ï  Ï  Ï

Standard        0     
IP54        1     

SINGLE FACE CLOCK             
Without hidden rear panel          1   

With hidden rear panel          3   
DOUBLE FACE CLOCK             

Without hidden rear panel          2   
With hidden rear panel          4   

COLOUR OF BRACKET          
Standard: Black            0

On request: White            1
 

MODEL OF CLOCK  ITEM REF 
Dimensions 

(mm) Hidden rear panel 
       A B Standard Etanche
LEDICA    3 0 1 94 439 Yes No 
LEDICA ALPHA CARREE   3 0 6 94 439 Yes No 
LEDI QUANTIEME    3 6 7 94 439 Yes No 
LEDICA 6/60 ALPHA (S)  3 0 0 1 94 439 No No 
LEDICA 6/60/M   3 0 0 2 94 459 No No 

Standard case IP 54 case 
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BRACKET SUPPORT LEDICA CLOCKS 
 
 
 
 
 
 
 
 
 
 
 
 

MODEL OF CLOCK   ITEM REF 
Dimensions  

(mm) Hidden rear panel  
      A B Standard IP54 
LEDICA ALPHA R/S  3 0 0 3 96 782 No No 
LEDICA ALPHA R  3 0 5 96 765 No No 
LEDICA 6/M   3 0 3 119 770 Yes No 
LEDICA 6/M/S   3 0 4 119 787 Yes No 

 
 

CEILING MOUNTED SUPPORT 
 

  ITEM CODE 
  ITEM REF       
  P    /      

FOR LEDI CASE     Ï  Ï  Ï

Standard        0     
IP54        1     

SINGLE FACE CLOCK            
Without hidden rear panel          1   

With hidden rear panel          3   
DOUBLE FACE CLOCK             

Without hidden rear panel          2   
With hidden rear panel          4   

COLOUR OF BRACKET         
Standard : black            0

On request: White            1
 
 

WALL MOUNTED SUPPORT 
 

  ITEM CODE 
   ITEM REF       
  M    /      

FOR LEDI CASE        Ï  Ï  Ï

Standard        0     
IP54        1     

SINGLE FACE CLOCK             
Without hidden rear panel          1   

With hidden rear panel          3   
DOUBLE FACE CLOCK             

Without hidden rear panel          2   
With hidden rear panel          4   

COLOUR OF BRACKET          
Standard: Black            0

On request: White            1
 
 

Standard case 

IP 54 Case 



CATALOGUE GT0005 – File n° 5/6.1  LEDI Time zone clocks   
Subject to modifications without warning     

 
 
 
 

CATALOGUE GT0005 
 

FILE N° 5/6.1 
DIGITAL CLOCKS 

 
Time zone displays 

 
 
 

LEDI NIGHT 
� LEDI NIGHT 

 
 

LEDI WORLD 
� LEDI 5 WORLD 
� LEDI 4/60 WORLD 

 
 
 

LEDI POOL 
� LEDI POOL 
 

 
BRACKETS SINGLE & DOUBLE FACED CLOCK 
� FOR LEDI WORLD  
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LEDI NIGHT ALARM CLOCK – DUAL DISPLAY 
 
 

 
Double numerical display : Local time, wake-up hour. 
Green LED lamp. Number height : 7.5 mm 
Power supply 230 VAC/50-60Hz 
Consumption : 3VA (230VAC) 
Operating temperature range: -20°C to +70°C 
Built-in buzzer. 
Back mounting by means of thread stud-pin. 
Anodised front face. Flush mount. Dimensions 110x75x35 mm 
Complies to EMC Directive 98/366 EEC including directive 93/68. EN 55024, EN 55022, EN 60950 
 

 
Minimum package : 25 pieces 

 
  ITEM CODE 
            

 7 2  0  8 /    
VERSION         Ï Ï Ï

AFNOR NFS 87500/IRIG B time code receiver clock           
LED COLOUR            

Red        1   
Green        2   

POWER SUPPLY            
24 VAC         4  

230 VAC/50-60 Hz         0  
OPTION : FRONT FACE            

Dimensions: 130 x 90 mm          1
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LEDI WORLD 5 MULTIZONE 
 

 
Set of 2, 3, 4, 5, 6, 7 or 8 LEDI 5 clock displaying cities local time. 
Manual setting time of the different time zone and Daylight Saving Time. 
LED display 7 segment display.  Hour and minute: 50 mm. 
Legible up to 25 meters. No adjust of luminosity 
Name of cities are inscribed in white letters below respective digital clock. 
(Name of cities must be specified at firm order) 
 Operating temperature range: -20°C to +70°C.  

Power supply 230VAC/50-60Hz (6VA per clock). Class 1 
Gloss painted aluminium case. Black colour.  Wall mount surface 
Delivers one AFNOR NFS 87500/IRIG B output to synchronise 3 or 4 receiver clocks.  
Complies to EMC Directive 98/366 EEC including directive 93/68. EN 55024, EN 55022, EN 60950 
 
 

  ITEM CODE 
               

 5 5   /          
TIME ZONE DISPLAY    Ï Ï  Ï  Ï  Ï  Ï Ï Ï

2 Time zones    2            
Dimensions : 510 x 215 x 125 mm                

3 Time zones    3            
Dimensions : 725 x 215 x 125 mm                

4 Time zones    4            
Dimensions : 940 x 215 x 125 mm                

5 Time zones    5            
Dimensions : 1155 x 215 x 125 mm                

6 Time zones    6            
Dimensions : 1370 x 215 x 125 mm                

7 Time zones    7            
Dimensions : 1585 x 215 x 125 mm                

8 Time zones    8            
Dimensions : 1800 x 215 x 125 mm                

VERSION                
Independent: radiosynchronisable (fit with option D, or F)     2           

AFNOR NFS 87500/IRIG B time code receiver clock     8           
LED COLOUR                

Red       1         
Green       2         
Yellow       3         
CASE                

Standard: Wall mounting surface         1       
COLOUR OF CASE                

Standard:  Black  RAL 9005          0     
Grey RAL 7011           9     
Blue RAL 5017        3     

Other colour (1 to 7) on request                
ALTUGLASS FRONT FACE               

Standard             S   
No reflective             A   

POWER SUPPLY                
Standard: 230 VAC/50-60Hz              0  

115 VAC/50-60Hz              1  
48 VAC/50-60Hz              2  

OPTION                
Radiosynchronisation on DCF/Germany. Antenna + 4m of cable               D

Or: Radiosynchronisation on TDF/France Inter. Antenna + 4m of cable               F
Electronic boards tropicalized               U
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LEDI WORLD 4/60 MULTIZONE 
 

Set of 2, 3, 4, 5, 6 LEDI 4/60 clock displaying cities local 
time. 
Manual setting time of the different time zone and 
Daylight Saving Time. 
LED display 7 segment display. Hour and minute: 50 mm 
Second: circle line of 60 LEDs. Ø 180mm 
Legible up to 20 meters. Manual or automatic adjust 
luminosity 
Name of cities are inscribed in white letters below respective 
digital clock.  

(Name of cities must be specified at the firm order)  
Operating temperature range: -20°C to +70°C 
Power supply 230VAC/50-60Hz (6VA per clock). Class 1 
Gloss painted aluminium case. Black colour. Wall mount surface 
Delivers one AFNOR NFS 87500/IRIG B output to synchronise other 3 or 4 receiver clocks.  
Complies to EMC Directive 98/366 EEC including directive 93/68. EN 55024, EN 55022, EN 60950 
 
 

  ITEM CODE 
               

 5 4   /          
TIME ZONE DISPLAY    Ï Ï  Ï  Ï  Ï  Ï Ï Ï

2 Time zones    2            
Dimensions : 485 x 400 x 125 mm                

3 Time zones    3            
Dimensions : 700 x 400 x 125 mm                

4 Time zones    4            
Dimensions : 900 x 400 x 125 mm                

5 Time zones    5            
Dimensions : 1100 x 400x 125 mm                

6 Time zones    6            
Dimensions : 1300 x 400 x 125 mm                

8 Time zones    8            
Dimensions : 1700 x 400 x 125 mm                

VERSION                
Independent: radiosynchronisable (fit with option D, or F)     2           

AFNOR NFS 87500/IRIG B time code receiver clock     8           
Minute 24V/6mA reversed pulses receiver clock     3           

LED COLOUR                
Red       1         

Green       2         
Yellow       3         
CASE                

Standard: Wall mounting surface         1       
COLOUR OF CASE                

Standard:  Black  RAL 9005           0     
Grey RAL 7011           9     
Blue RAL 5017           3     

Other colour (1 to 7) on request                
ALTUGLASS FRONT FACE                

Standard             S   
No reflective             A   

POWER SUPPLY               
Standard: 230 VAC/50-60Hz              0  

115 VAC/50-60Hz              1  
48 VAC/50-60Hz              2  

OPTION                
Radiosynchronisation on DCF/Germany. Antenna + 4m of cable               D

Or: Radiosynchronisation on TDF/France Inter. Antenna + 4m of cable               F
Electronic boards tropicalized               U
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LEDI POOL 
Time + temperature zone display for swimming pool 

 
 
 
 
 
 
 
 
 
 
 
The LEDI®POOL displays the temperature of the water for one or two baths and gives alternatively the time/air temperature 
information. The LEDI®POOL can be installed in main entrance or in the swimming zone. 
Time/Air ambient temperature display: 120mm.  
Pools Temperature display: 70mm.  
Red or Amber high luminosity LED lamps. 
Text: small/main pool – Sticker high resistance. 
No reflective Plexiglas. 
Power supply 230VAC/50-60HZ. Consumption 
Operating range: - 20°C to + 70°C 
IP54 gloss painted aluminium case. Black colour. Wall mount surface. Dimensions: 1300x 300x125 mm 
TROPICALIZED VERSION 
Complies to EMC Directive 98/366 EEC including directive 93/68. EN 55024, EN 55022, EN 60950 
 
 
 

WATER POOL TEMPERATURE PROBE 

 
Composed of : One stainless tube 316L prolonged or not by a cable. 

Mounted directly on the element to control (threading included). 
 

 
 
AIR Temperature measurement WATER Temperature measurement 
Temperature probe « PT1000 ». Class B. Standard CEI 751. 
Stainless tube   4.5mm length 40mm. 
Cable 2x0.22mm² sheathed armoured PVC length 5m. 
Operating range T°C 0 40°C 

Temperature probe « PT1000 ». Class B. Standard CEI 751. 
Stainless tube   6mm length 50mm   
Threading ¼ cylindrical gas. 
Cable 2x0.22mm² sheathed armoured PVC length 5m. 

 
 

 

Wired version : Option G – L Wireless version : Option T - I 
PT1000 supplied with 30m of cable – 4/20mA 
Receiver 4/20mA with 30m of cable 

PT1000 supplied with 869Mhz transmitter/receiver. 
Receiver unit integrated to the LEDI POOL. 
230VAC 9VDC transformer cable length 2m 
Operating range measurement: 0°C  +40°C 

 
Example of application 
 
    
 
 
 
 
 
 
 

Water T° display of two pools 
+ Air T° display 

Water T° display of one pool 
+ Air T°  & time display 

Pool 1 Air Pool 2 Pool Time Air
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LEDI POOL 
Time + temperature zone display for swimming pool 

 
Three zone displays for swimming pool. 
 
 

 ITEM CODE 
            
 3 0 0 6 /            

VERSION  Ï  Ï  Ï  Ï  Ï Ï Ï

Stand alone : radiosynchronisable quartz time base 3.6864 MHz. 
Accuracy +/- 0.1 sec/24 hours (between 20 and 30°C)

    2            

Minute 6mA/24V receiver clock     3            
AFNOR NFS 87500 time code input     8            

COLOUR OF LEDs                
Red . High luminosity       4          

Amber. High luminosity       6          
CASE                 

IP54 for outdoor. Wall mount surface         7        
COLOUR OF CASE                

Standard :Black RAL 9005           0      
Grey RAL 7011           9      
Blue RAL 5017           3      

Other colour (1,2,4,5,6,7) on request                 
POWER SUPPLY              

230VAC/50-60 Hz             0    
OPTION*                

Radiosynchronisation on DCF/Germany. Antenna + 4m of cable
Or: Radiosynchronisation on TDF/France Inter. Antenna + 4m of cable

             D
F

  

Wired version : Temperature probe PT1000 supplied with 30m of 
cable ( T°C water)** 

             G  G

Wired version :  4/20mA  Input 
(temperature range T°C 0Æ 40°C) – Maximum voltage supplied with 

the receiver 12V.

             L  L

Wireless version : PT1000 probe supplied with the transmitter.              T  T
Wireless version :  Supplied with 4-20mA  receiver

 (temperature range: T°C 0Æ40°C ) ( T°C water)
             I  I 

 
* : One option per pool (Price given for one pool. Price to multiply by 2 in case of two pools). 
** : 200m maxi (1,05 Euro/m). 
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BRACKET SUPPORTS FOR LEDIWORLD CLOCK 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 

LEDI WORLD 2 to 5 time zones 
 

  ITEM CODE 
        
        P 

 Ï  Ï  Ï   
2 TIME ZONE  5  5  2   
3 TIME ZONE  5  5  3   
4 TIME ZONE  5  5  4   
5 TIME ZONE  5  5  5   

 
 
 

LEDI WORLD  6 to 8 time zones 
 

  ITEM CODE 
         
        P 

 Ï  Ï  Ï   
6 TIME ZONE  5  5  6   
7 TIME ZONE  5  5  7   
8 TIME ZONE  5  5  8   

 
 
 

A



 

CATALOGUE GT0005 – File n° 6/6.1 / Analogue clocks 
Subject to modifications without warning                                                       
 

 
 
 
 

CATALOGUE GT0005 
 

FILE N°  6/6.1  
ANALOGUE CLOCKS 

 
 
 
 
 

INDOOR ANALOGUE CLOCKS 
� HANDI 300/04 
� HANDI 400/04 
� HANDI 300/04S 
� HANDI 400/04S 
� HANDI 600/04 

 
 

OUTDOOR ANALOGUE CLOCKS 
� HANDI 350/04S 
� HANDI 430 
� HANDI 430S 
� HANDI 600 
� HANDI 800 
 
 
IMPULSES TIME BASE 
� Radio Timing RT301  
� GT3 V 
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INDOOR ANALOGUE CLOCK HANDI 300/04  
DIAMETER 300mm – Aluminium case 

 
SINGLE FACE 
White dial. Aluminium with black colour printed Arabic figures. 
Aluminium hands. Black colour (hour and minute) 
Grey colour case. Thickness 48 mm 
Wall mount surface case IP20 
 
Conforms to EMC Directive 98/366EEC including directive 93/68 EEC. EN 55024, EN 
55022, EN 60950 
 

  ITEM CODE 
   
  7  1 0 / 3  

HANDI 300/04     Ï
Diameter 304mm        

VERSION      
Minute 24V/4m24V slave movement       3
Second 24 V/ 4mA slave movement       6

AFNOR NFS 87500 time code slave movement (1.5V battery)       8
AFNOR NFS 87500 time code slave movement (48 VDC)       4

 
 

Bracket support for single face clock with hidden rear panel 
 

  ITEM CODE 
        
  7  1 0 P / 3

Standard clock. HANDI 300/04       
304mm        

 
 
DOUBLE FACE 
Composed of :  
Two single face clocks.  
White dial. Aluminium with black colour printed Arabic figures. 
Aluminium hands. Black colour (hour and minute) 
Grey colour case. Thickness 128mm. IP20 
One support bracket for ceiling or wall mount. Length 124mm 
Thickness 128 mm 
Conforms to EMC Directive 98/366EEC including directive 93/68 EEC. EN 
55024, EN 55022, EN 60950 
 

 
  ITEM CODE 
         
  7  1  2 / 3  

MODEL HANDI 300/04        Ï

Diameter 304mm         
VERSION         

Minute 24V/8mA slave movement        3
Second 24V/8Ma slave movement        6
AFNOR NFS 87500 (1.5V battery)        8

AFNOR NFS 87500 time code (230 VAC)        4
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INDOOR ANALOGUE CLOCK HANDI 400/04 
DIAMETER 400mm – Aluminium case 

 
SINGLE FACE 
White dial. Aluminium with black colour printed Arabic figures. 
Aluminium hands. Black colour (hour and minute) 
Grey colour case. Thickness 48 mm 
Wall mount surface case IP20 
 
Conforms to EMC Directive 98/366EEC including directive 93/68 EEC. EN 55024, EN 
55022, EN 60950 
 

  ITEM CODE 
   
  7  1  0 / 4  

HANDI 400/04        Ï
Diameter 390mm         

VERSION         
Minute 24V/4m24V slave movement        3
Second 24 V/ 4mA slave movement        6

AFNOR NFS 87500 time code slave movement (1.5V battery)        8
AFNOR NFS 87500 time code slave movement (48 VDC)        4

 
Bracket support for single face clock with hidden rear panel 

 
  ITEM CODE 
          
  7  1  0  P / 4

Standard clock. HANDI 400/04          
390mm          

 
 
DOUBLE FACE 
Composed of :  
Two single face clocks.  
White dial. Aluminium with black colour printed Arabic figures. 
Aluminium hands. Black colour (hour and minute) 
Grey colour case. Thickness 128mm. IP20 
One support bracket for ceiling or wall mount. Length 124mm 
Thickness 128 mm 
Conforms to EMC Directive 98/366EEC including directive 93/68 EEC. EN 
55024, EN 55022, EN 60950 
 

 
  ITEM CODE 
          
  7  1  2 / 4  

MODEL HANDI 400/04         Ï

Diameter 390mm          
VERSION          

Minute 24V/8mA slave movement         3
Second 24V/8Ma slave movement         6
AFNOR NFS 87500 (1.5V battery)         8

AFNOR NFS 87500 time code (230 VAC)         4
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INDOOR ANALOGUE CLOCK HANDI 300/04S 
DIAMETER 300mm – Aluminium case 

 
Clock with red sweep hand 

 
SINGLE FACE 
White dial. Aluminium with black colour printed Arabic figures. 
Aluminium hands. Black colour (hour and minute) 
Grey colour case. Thickness 48mm 
Wall mount surface case. IP 20 
Conforms to EMC Directive 98/366EEC including directive 93/68 EEC. EN 55024, EN 
55022, EN 60950 

 
  ITEM CODE 
         
  7  3  0 / 3  

HANDI 300/04S        Ï

Diameter 304mm         
VERSION         

Stand alone (1.5V battery)        1
Stand alone (Quartz 230VAC)        2

Second 24V/4mA slave movement        6
AFNOR NFS 87500 time code (230VAC)        9

 
 

Bracket support for single face clock with hidden rear panel 
 

 
  ITEM CODE 
         
  7  3  0 P / 3

HANDI 300/04S         
304mm         

 
 
 

DOUBLE FACE 
Composed of :  
Two single face clocks.  
White dial. Aluminium with black colour printed Arabic figures. 
Aluminium hands. Black colour (hour and minute) 
Grey colour case. Thickness 128mm. IP20 
One support bracket for ceiling or wall mount. Length 124mm 
Thickness 128 mm 
 

 
  IDEM CODE 
          
  7  3  2 / 3  

HANDI 300/04S         Ï

Diameter 304mm          
VERSION          

Stand alone (230VAC)         2
AFNOR NFS 87500 time code (230 VAC)         9

Second 24 V / 4mA slave movement         6
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INDOOR ANALOGUE CLOCK HANDI 400/04S 
DIAMETER 400mm – Aluminium case 

 
Clock with red sweep hand  

 
SINGLE FACE 
White dial. Aluminium with black colour printed Arabic figures. 
Aluminium hands. Black colour (hour and minute) 
Grey colour case. Thickness 48mm 
Wall mount surface case. IP 20 
Conforms to EMC Directive 98/366EEC including directive 93/68 EEC. EN 55024, EN 
55022, EN 60950 

 
  ITEM CODE 
          
  7  3  0 / 4  

HANDI 400/04S        Ï Ï

Diameter  390mm          
VERSION          

Stand alone (1.5V battery)         1
Stand alone (Quartz 230VAC)         2

AFNOR NFS 87500 time code (230VAC         9
 

 
Bracket support for single faced clocks with hidden rear panel 
 

 
  ITEM CODE 
          
  7  3  0  P / 4

HANDI 400/04S - AFNOR & Second 24V  version          
390mm          

 
 

 
DOUBLE FACE 
Composed of :  
Two single face clocks.  
White dial. Aluminium with black colour printed Arabic figures. 
Aluminium hands. Black colour (hour and minute) 
Grey colour case. Thickness 128mm. IP20 
One support bracket for ceiling or wall mount. Length 124mm 
Thickness 128 mm 
 
 
 

 
  IDEM CODE 
          
  7  3  2 / 4  

MODEL HANDI 400/04S         Ï

Diameter 390mm          
VERSION          

Stand alone (230VAC)         2
AFNOR NFS 87500 time code (230 VAC)         9
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INDOOR ANALOGUE CLOCK HANDI 600/04 
Diameter 620 mm – Aluminium case 

 
 
 
 
SINGLE FACE 
White dial. Aluminium with black colour printed Arabic figures. 
Aluminium hands. Black colour (hour and minute) 
Grey colour case. Thickness 72 mm 
Wall mount surface case. IP 20 
 
Conforms to EMC Directive 98/366EEC including directive 93/68 EEC. 
EN 55024, EN 55022, EN 60950 
 
 
 
 
 

  ITEM CODE 
         
  7  5  0 / 6  

DIAMETER        Ï

620mm         
VERSION         

Stand alone. Battery 1.5V        1
Stand alone. Quartz 230VAC        2

Minute 24V/8mA slave movement        3
AFNOR NFS 87500 time code slave movement (230 VAC)

With red second hand
       9
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INDOOR/OUTDOOR CLOCK HANDI 350/04S 
Diameter 350mm – Aluminium case 

 
CLOCK WITH RED SWEEP HAND DOUBLE FACE 

 
White dial. Black Arabic figures printed on the Securit glass front 
Red sweep hand 
Grey coloured. IP54 aluminium case. Double face mounted with ceiling support. 
Thickness 115mm 
 
Power supply 230VAC 
No illumination. 
AFNOR NFS 87500 INPUT SLAVE MOVEMENT 
 
Conforms to EMC Directive 98/366EEC including directive 93/68 EEC. EN 55024, EN 55022, EN 60950 
 
 

 
 

  ITEM CODE 
         

  9  5  2 9
VERSION        

AFNOR NFS 87500 slave movement (230VAC)        
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INDOOR/OUTDOOR ANALOGUE CLOCK HANDI 430  
Diameter 430mm – Aluminium case 
 
SINGLE FACE 
White dial, black hands & figures 
Securit glass front. Arabic figures printed in the front face. 
Aluminium case. Grey colour. IP 54 
Thickness 95 mm 
Conforms to EMC Directive 98/366EEC including directive 93/68 EEC. EN 55024, 
EN 55022, EN 60950 

  ITEM CODE 
           
  2 1  0 /      

MODEL      Ï  Ï Ï Ï

Without illumination       4     
With circline illumination 230VAC       5     

VERSION            
Stand alone: GT3V5 pulse generator incorporated         2   

Minute 24V/4mA slave clock         3   
AFNOR NFS 87500 (230 VAC)         9   
AFNOR NFS 87500 (115 VAC)         A   

MOUNTING            
Wall mount surface          1  

With Ceiling mount support          P  
With wall mount support – Left mounting          G  

With wall mount support – Right mounting          D  
FRONT FACE           

Standard : Securit glass           V
 MAKROLON           M

 
DOUBLE FACE 
White dial, black hands & figures.  
Securit glass front. Arabic figures printed in the front face.  
Aluminium case. Grey colour. Double face IP 54 
Thickness 198 mm 
Bracket for ceiling or wall mounting (must be specified at the order). 
 
Conforms to EMC Directive 98/366EEC including directive 93/68 EEC. EN 55024, EN 
55022, EN 60950 

  ITEM CODE 
           
  2 1  2 /      

MODEL      Ï  Ï Ï Ï

Without illumination       4     
With circline illumination 230VAC       5     

VERSION            
Stand alone: GT3V5 pulse generator incorporated         2   

Minute 24V/4mA slave clock         3   
AFNOR NFS 87500 (230 VAC)         9   
AFNOR NFS 87500 (115 VAC)         A   

BRACKET           
With Ceiling mount support        P  

With wall mount support – Left mounting        G  

With wall mount support – Right mounting        D  
FRONT FRACE           

Standard : Securit glass           V
MAKROLON           M
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INDOOR/OUTDOOR ANALOGUE CLOCK HANDI 430S 
Diameter 430mm – Aluminium case  

 
Clock with red sweed hand 

 
SINGLE FACE 
White dial, black hands & figures 
Securit glass front. Arabic figures printed in the front face.  
Aluminium case. Grey colour. IP 54 
Thickness 95 mm 
Conforms to EMC Directive 98/366EEC including directive 93/68 EEC. EN 55024, EN 55022, 
EN 60950 
 

  ITEM CODE 
           
  2 3  0 /      

MODEL      Ï  Ï Ï Ï

Without illumination       4     
With circline illumination 230VAC       5     

VERSION           
AFNOR NFS 87500 (230 VAC)         9   

MOUNTING           
Wall mount surface          1  

With Ceiling mount support          P  
With wall mount support – Left mounting          G  

With wall mount support – Right mounting          D  
FRONT FACE           

Standard : Securit glass           V
 MAKROLON           M

 
 

DOUBLE FACE  
White dial, black hands & figures. 
Securit glass. Arabic figures printed in the front face. 
Aluminium case. Double face IP54 
Thickness 198mm. 
Bracket for ceiling or wall mounting (must be specified at the order) ; 
Conforms to EMC Directive 98/366EEC including directive 93/68 EEC. EN 55024, 
EN 55022, EN 60950 

 

 

  ITEM CODE 
            
  2  3  2 /      

MODEL       Ï  Ï Ï Ï

Without illumination        4     
With circline illumination 230VAC        5     

VERSION            
AFNOR NFS 87500 (230 VAC)          9   

BRACKET            
With Ceiling mount support           P  

With wall mount support – Left mounting           G  
With wall mount support – Right mounting           D  

FRONT FRACE            
Standard : Securit glass            V

 MAKROLON            M
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INDOOR/OUTDOOR ANALOGUE CLOCK HANDI 600  
Diameter 600mm – Aluminium case 

 
SINGLE FACE 
White dial, black hands & figures 
Securit glass front. Arabic figures printed in the front face.  
Aluminium case. Grey colour. IP 54 
Thickness 181,5 mm 
 
Conforms to EMC Directive 98/366EEC including directive 93/68 EEC. EN 
55024, EN 55022, EN 60950 

  ITEM CODE 
             

 2 5 0 /        
MODEL      Ï  Ï  Ï Ï Ï

Without illumination     6       
With circline illumination 230VAC     7       

VERSION            
Stand alone: GT3V5 pulse generator incorporated       2     

Minute 24V/4mA slave clock       3     
AFNOR NFS 87500 (230 VAC)       9     
AFNOR NFS 87500 (230 VAC) 

with red Sweep hand       8     

MOUNTING            
Wall mount surface         1   

With Ceiling mount support         P   
With wall mount support – Left mounting         G   

With wall mount support – Right mounting         D   
FRONT FACE            

Standard : Securit glass          V  
 MAKROLON          M  

 
DOUBLE FACE CLOCK  
White dial, black hands & figures. 
Securit glass. Arabic figures printed in the front face. 
Aluminium case. Double face IP54 
Thickness 262mm. 
Bracket for ceiling or wall mounting (must be specified at the order) ; 
Conforms to EMC Directive 98/366EEC including directive 93/68 EEC. EN 55024, EN 
55022, EN 60950 

  ITEM CODE 
             

 2 5 2 /        
MODEL      Ï  Ï  Ï Ï Ï

Without illumination     6       
With circline illumination 230VAC     7       

VERSION            
Stand alone: GT3V5 pulse generator incorporated       2     

Minute 24V/4mA slave clock       3     
AFNOR NFS 87500 (230 VAC)       9     
AFNOR NFS 87500 (230 VAC) 

with red Sweep hand       8     

MONTING            
With Ceiling mount support         G   

With wall mount support – Left mounting         D   
With wall mount support – Right mounting         P   

FRONT FACE            
Standard : Securit glass          V  

 MAKROLON          M  
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INDOOR/OUTDOOR ANALOGUE CLOCK HANDI 800  
Diameter 800mm – Aluminium case 

 
SINGLE FACE 
White dial, black hands & figures 
Securit glass front. Arabic figures printed in the front face.  
Aluminium case. Grey colour. IP 54 
Thickness 181,5 mm 
 
Conforms to EMC Directive 98/366EEC including directive 93/68 EEC. EN 55024, EN 
55022, EN 60950 
 

  ITEM CODE 
             

 2 6 0 /        
MODEL      Ï  Ï  Ï Ï Ï

Without illumination     8       
With circline illumination 230VAC     9       

VERSION            
Stand alone: GT3V5 pulse generator incorporated       2     

Minute 24V/4mA slave clock       3     
AFNOR NFS 87500 (230 VAC)       9     
AFNOR NFS 87500 (230 VAC) 

with red Sweep hand
       8     

MOUNTING            
Wall mount surface         1   

With Ceiling mount support         P   
With wall mount support – Left mounting         G   

With wall mount support – Right mounting         D   
FRONT FACE            

Standard : Securit glass          V  
 MAKROLON          M  

 
 
DOUBLE FACE  
White dial, black hands & figures. 
Securit glass. Arabic figures printed in the front face. 
Aluminium case. Double face IP54 
Thickness 262mm. 
Bracket for ceiling or wall mounting (must be specified at the order) ; 
Conforms to EMC Directive 98/366EEC including directive 93/68 EEC. EN 55024, EN 
55022, EN 60950 
 

  ITEM CODE 
             

 2 6 2 /        
MODEL      Ï  Ï  Ï Ï Ï

Without illumination     8       
With circline illumination 230VAC     9       

VERSION            
Stand alone: GT3V5 pulse generator incorporated       2     

Minute 24V/4mA slave clock       3     
AFNOR NFS 87500 (230 VAC)       9     
AFNOR NFS 87500 (230 VAC) 

with red Sweep hand       8     

MONTING            
With Ceiling mount support         G   

With wall mount support – Left mounting         D   
With wall mount support – Right mounting         P   

FRONT FACE            
Standard : Securit glass          V  

 MAKROLON          M  
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GT3V  PULSES TIME BASE 
 

This time base is designed to provide the same time for double faced 
analogue clocks. 
32KHz quartz. Accuracy ± 0,2 sec/24 hours (between 20°C to 25°C). 
48Hours running reserve operation by 3.6V Cd-Ni 110 mAh battery 
Power supply 230VAC/50-60Hz. 
Operating temperature range : - 20°C to +70°C 
IP54 plastic case. Dimensions: 120x80x55 mm. 
Tropicalized version. 
 

 
 
 
 
 

 
 

RT301 PULSES TIME BASE 
 

The Radio Timing 301 is a pulses generator for synchronisation of minute 12V-24V  
pulse parallel movement for analogue clock.  
This unit can be provided in DCF/Germany or TDF/France Inter radio 
synchronisation for European countries in order to ensure a long-term accuracy.  
No data display. 
IP66 plastic case. Dimensions: 230x80x65mm. 
Supplied with mains supply cable length 1.5meters, and pulses cable length 
6meters.Power supply 230VAC/50/60Hz, Consumption 5VA max. 
100hours of running reserve by 12V or 24V Ni-Mh battery 100mAh. 
Time base: 
 3,6864 Mhz, accuracy 5ppm for use of ON mains connection 
32 KHz for use of OFF mains connection 
Memorisation of the time base information for more than 10 years by Lithium 

battery.  
Automatic set-time at the mains connection. 
Time information accuracy in case of long storage or stand-by working of the time base: 0.4sec/24hours. 
 
Conforms to EMC Directive 98/366EEC including directive 93/68 EEC. EN 55024, EN 55022, EN 60950 
 

  ITEM CODE 
          
  9  2  2  9 /   

IMPULSE TIME OUTPUT         Ï Ï

Minute 12V        1  
Minute 24V        3  

OPTION           
Electronic board tropicalized         U

 
 

   ITEM CODE 
Option : INPUT SYNCHRONISATION      Ï   

None (Not referenced)         
Radio synchronisation on DCF/Germany . Antenna + 7m of cable   3   D  2 
Radio synchronisation on DCF/Germany. Antenna + 4m of cable   3   D  1 

Radio synchronisation on TDF/ France . Antenna + 4m of cable   3   F  1 
 

  ITEM CODE 
           

 G  T  3  V  
VERSION         Ï

For analogue double faced clocks Quartz 230VAC         5
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Notes/Remarks 
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